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AC centrifugal blower

Single inlet, forward curved

G2E085

- Housing material: Die-cast aluminium
- Impeller material: Galvanized sheet steel
- Rotor material: Partially cast in aluminium
- Direction of rotation: Clockwise, seen on rotor
- Type of protection: IP44
- Insulation class: 'B'
- Mounting position: Any
- Condensate discharges: None
- Mode of operation: Continuous operation (S1)
- Bearings: Maintenance-free ball bearings
- Motor protection: TOP wired internally
- Cable exit: Variable
- Protection class: I
- Capacitor: FPU (P2) acc. to IEC 252
- Product conforming to standards: EN 60335-1, CE
- Approvals: CCC
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Type Motor VAC Hz m3/h rpm W A uF/V dB(A) Pa C kg

G2E085-AA01-01 M2E042CA 1~ 230 50 80 2350 32 0.15 1.0/400 53 0 -25..+85 0.9

Subject to modification

Pricing

Quantities

Product Code 1-4 5-9 10-14

7110069 110,70 96,26 86,63

All prices are printed in euro, excluding VAT (BTW). Orders are shipped ex-works.
A handling fee of € 35,- is added to every order with a total value less than € 500,- (net, excl. VAT).

For accessories such as capacitors  see the table of contents.

Pressure over air flow at 50Hz

n [rpm] P1 [W] I [A]

(1) 2430 32 0.15

(2) 2590 30 0.14

Page 6 of 203Prices current on March 30, 2010



AC centrifugal blower

Single inlet, forward curved

G2E085

Specific drawing

Connection illustration

Page 7 of 203Prices current on March 30, 2010



AC centrifugal blower

Single inlet, forward curved

G2E108

- Housing material: Die-cast aluminium
- Impeller material: Galvanized sheet steel
- Rotor material: Partially cast in aluminium
- Direction of rotation: Clockwise, seen on rotor
- Type of protection: IP44
- Insulation class: 'B'
- Mounting position: Any
- Condensate discharges: None
- Mode of operation: Continuous operation (S1)
- Bearings: Maintenance-free ball bearings
- Motor protection: TOP wired internally
- Cable exit: Variable
- Protection class: I
- Product conforming to standards: EN 60335-1, CE
- Approvals: CCC

Nominal data V
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Type Motor VAC Hz m3/h rpm W A uF/V dB(A) Pa C kg

G2E108-AG63-01 M2E052BF 1~ 230 50 160 1850 30 0.14 1.0/400 56 0 -25..+60 1.3

Subject to modification

Pricing

Quantities

Product Code 1-4 5-9 10-14

7110106 115,10 100,09 90,08

All prices are printed in euro, excluding VAT (BTW). Orders are shipped ex-works.
A handling fee of € 35,- is added to every order with a total value less than € 500,- (net, excl. VAT).

For accessories such as capacitors  see the table of contents.

Pressure over air flow at 50Hz

n [rpm] P1 [W] I [A]

(1) 2070 34 0.16

(2) 2470 31 0.15

Page 8 of 203Prices current on March 30, 2010



AC centrifugal blower

Single inlet, forward curved

G2E108

Specific drawing

Connection illustration

Page 9 of 203Prices current on March 30, 2010



AC centrifugal blower

Single inlet, forward curved

G2E120

- Housing material: Die-cast aluminium
- Impeller material: Galvanized sheet steel
- Rotor material: Partially cast in aluminium
- Direction of rotation: Clockwise, seen on rotor
- Type of protection: IP44
- Insulation class: 'B'
- Mounting position: Any
- Condensate discharges: None
- Mode of operation: Continuous operation (S1)
- Bearings: Maintenance-free ball bearings
- Motor protection: TOP wired internally
- Cable exit: Variable
- Protection class: I
- Product conforming to standards: EN 60335-1, CE
- Approvals: CCC, GOST

Nominal data V
ol

ta
ge

F
re

qu
en

cy

A
ir 

flo
w

S
pe

ed

P
ow

er
 c

on
su

m
pt

io
n

C
ur

re
nt

 d
ra

w

C
ap

ac
ito

r 
ca

pa
ci

ty

S
ou

nd
 p

re
ss

ur
e 

le
ve

l

M
in

. b
ac

k 
pr

es
su

re

P
er

m
. a

m
b.

 te
m

p

W
ei

gh
t

Type Motor VAC Hz m3/h rpm W A uF/V dB(A) Pa C kg

G2E120-AR77-01 M2E068BF 1~ 230 50 255 2350 80 0.35 2.0/450 61 0 -25..+55 1.8

Subject to modification

Pricing

Quantities

Product Code 1-4 5-9 10-14

7110165 131,30 114,18 102,76

All prices are printed in euro, excluding VAT (BTW). Orders are shipped ex-works.
A handling fee of € 35,- is added to every order with a total value less than € 500,- (net, excl. VAT).

For accessories such as capacitors  see the table of contents.

Pressure over air flow at 50Hz

n [rpm] P1 [W] I [A]

(1) 2460 77 0.34

(2) 2665 69 0.31

Page 10 of 203Prices current on March 30, 2010



AC centrifugal blower

Single inlet, forward curved

G2E120

Specific drawing

Connection illustration

Page 11 of 203Prices current on March 30, 2010



AC centrifugal blower

Forward curved

R2E120

- Impeller material: Galvanized sheet steel
- Rotor material: Partially cast in aluminium
- Direction of rotation: Clockwise, seen on rotor
- Type of protection: IP44
- Insulation class: 'B'
- Mode of operation: Continuous operation (S1)
- Bearings: Maintenance-free ball bearings
- Motor protection: TOP wired internally
- Cable exit: Variable
- Protection class: I
- Product conforming to standards: EN 60335-1, CE
- Approvals: CCC, GOST

Nominal data V
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Type Motor VAC Hz m3/h rpm W A uF/V dB(A) Pa C kg

R2E120-AR77-05 M2E068BF 1~ 230 50 255 2350 80 0.35 2.0/450 61 0 -25..+55 1.2

Subject to modification

Pricing

Quantities

Product Code 1-4 5-9 10-14

7115185 75,90 66,00 59,40

All prices are printed in euro, excluding VAT (BTW). Orders are shipped ex-works.
A handling fee of € 35,- is added to every order with a total value less than € 500,- (net, excl. VAT).

For accessories such as capacitors  see the table of contents.

Pressure over air flow at 50Hz

n [rpm] P1 [W] I [A]

(1) 2460 77 0.34

(2) 2665 69 0.31

Page 12 of 203Prices current on March 30, 2010



AC centrifugal blower

Forward curved

R2E120

Specific drawing

Connection illustration

Page 13 of 203Prices current on March 30, 2010



AC centrifugal blower

Single inlet, forward curved

G2E140

- Housing material: Die-cast aluminium
- Impeller material: Galvanized sheet steel
- Rotor material: Partially cast in aluminium
- Direction of rotation: Clockwise, seen on rotor
- Type of protection: IP44
- Insulation class: 'B'
- Mounting position: Any
- Condensate discharges: None
- Mode of operation: Continuous operation (S1)
- Bearings: Maintenance-free ball bearings
- Motor protection: TOP wired internally
- Cable exit: Variable
- Protection class: I
- Product conforming to standards: EN 60335-1, CE
- Approvals: CCC, GOST

Nominal data V
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Type Motor VAC Hz m3/h rpm W A uF/V dB(A) Pa C kg

G2E140-AE77-01 M2E068BF 1~ 230 50 370 1400 105 0.46 2.0/450 59 0 -25..+40 2.6

Subject to modification

Pricing

Quantities

Product Code 1-4 5-9 10-14

7110237 146,50 127,40 114,65

All prices are printed in euro, excluding VAT (BTW). Orders are shipped ex-works.
A handling fee of € 35,- is added to every order with a total value less than € 500,- (net, excl. VAT).

For accessories such as capacitors  see the table of contents.

Pressure over air flow at 50Hz

n [rpm] P1 [W] I [A]

(1) 1700 98 0.43

(2) 2100 89 0.40

Page 14 of 203Prices current on March 30, 2010



AC centrifugal blower

Single inlet, forward curved

G2E140

Specific drawing

Connection illustration

Page 15 of 203Prices current on March 30, 2010



AC centrifugal blower

forward curved

R2E140

- Impeller material: Galvanized sheet steel
- Rotor material: Partially cast in aluminium
- Direction of rotation: Clockwise, seen on rotor
- Type of protection: IP44
- Insulation class: 'B'
- Mode of operation: Continuous operation (S1)
- Bearings: Maintenance-free ball bearings
- Motor protection: TOP wired internally
- Cable exit: Variable
- Protection class: I
- Product conforming to standards: EN 60335-1, CE
- Approvals: CCC, GOST

Nominal data V
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Type Motor VAC Hz m3/h rpm W A uF/V dB(A) Pa C kg

R2E140-AE77-05 M2E068BF 1~ 230 50 370 1400 105 0.46 2.0/450 59 0 -25..+40 2.6

Subject to modification

Pricing

Quantities

Product Code 1-4 5-9 10-14

7115249 75,90 66,00 59,40

All prices are printed in euro, excluding VAT (BTW). Orders are shipped ex-works.
A handling fee of € 35,- is added to every order with a total value less than € 500,- (net, excl. VAT).

For accessories such as capacitors  see the table of contents.

Pressure over air flow at 50Hz

n [rpm] P1 [W] I [A]

(1) 1700 98 0.43

(2) 2100 89 0.40

Page 16 of 203Prices current on March 30, 2010



AC centrifugal blower

forward curved

R2E140

Specific drawing

Connection illustration

Page 17 of 203Prices current on March 30, 2010



AC centrifugal blower

Single inlet, forward curved

G2E140

- Housing material: Die-cast aluminium
- Impeller material: Galvanized sheet steel
- Rotor material: Partially cast in aluminium
- Direction of rotation: Clockwise, seen on rotor
- Type of protection: IP44
- Insulation class: 'B'
- Mounting position: Any
- Condensate discharges: None
- Mode of operation: Continuous operation (S1)
- Bearings: Maintenance-free ball bearings
- Motor protection: TOP wired internally
- Cable exit: Variable
- Protection class: I
- Product conforming to standards: EN 60335-1, CE
- Approvals: CCC, GOST

Nominal data V
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Type Motor VAC Hz m3/h rpm W A uF/V dB(A) Pa C kg

G2E140-AI28-01 M2E068DF 1~ 230 50 485 2400 160 0.70 4.0/400 72 0 -25..+70 3.4

Subject to modification

Pricing

Quantities

Product Code 1-4 5-9 10-14

7110211 167,30 145,48 130,93

All prices are printed in euro, excluding VAT (BTW). Orders are shipped ex-works.
A handling fee of € 35,- is added to every order with a total value less than € 500,- (net, excl. VAT).

For accessories such as capacitors  see the table of contents.

Pressure over air flow at 50Hz

n [rpm] P1 [W] I [A]

(1) 2485 148 0.65

(2) 2630 128 0.57

Page 18 of 203Prices current on March 30, 2010



AC centrifugal blower

Single inlet, forward curved

G2E140

Specific drawing

Connection illustration

Page 19 of 203Prices current on March 30, 2010



AC centrifugal blower

Single inlet, forward curved

G2E160

- Housing material: Die-cast aluminium
- Impeller material: Galvanized sheet steel
- Rotor material: Partially cast in aluminium
- Direction of rotation: Clockwise, seen on rotor
- Type of protection: IP44
- Insulation class: 'B'
- Mounting position: Any
- Condensate discharges: None
- Mode of operation: Continuous operation (S1)
- Bearings: Maintenance-free ball bearings
- Motor protection: TOP wired internally
- Cable exit: Variable
- Protection class: I
- Product conforming to standards: EN 60335-1, CE
- Approvals: CCC

Nominal data V
ol

ta
ge

F
re

qu
en

cy

A
ir 

flo
w

S
pe

ed

P
ow

er
 c

on
su

m
pt

io
n

C
ur

re
nt

 d
ra

w

C
ap

ac
ito

r 
ca

pa
ci

ty

S
ou

nd
 p

re
ss

ur
e 

le
ve

l

M
in

. b
ac

k 
pr

es
su

re

P
er

m
. a

m
b.

 te
m

p

W
ei

gh
t

Type Motor VAC Hz m3/h rpm W A uF/V dB(A) Pa C kg

G2E160-AY47-01 M2E068EC 1~ 230 50 600 2100 240 1.05 6.0/400 72 0 -25..+50 3.9

Subject to modification

Pricing

Quantities

Product Code 1-4 5-9 10-14

7110288 220,40 191,66 172,49

All prices are printed in euro, excluding VAT (BTW). Orders are shipped ex-works.
A handling fee of € 35,- is added to every order with a total value less than € 500,- (net, excl. VAT).

For accessories such as capacitors  see the table of contents.

Pressure over air flow at 50Hz

n [rpm] P1 [W] I [A]

(1) 2210 223 0.98

(2) 2525 172 0.76
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AC centrifugal blower

Single inlet, forward curved

G2E160

Specific drawing

Connection illustration
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AC centrifugal blower

Forward curved

R2E160

- Impeller material: Galvanized sheet steel
- Rotor material: Partially cast in aluminium
- Direction of rotation: Clockwise, seen on rotor
- Type of protection: IP44
- Insulation class: 'B'
- Mode of operation: Continuous operation (S1)
- Bearings: Maintenance-free ball bearings
- Motor protection: TOP wired internally
- Cable exit: Variable
- Protection class: I
- Product conforming to standards: EN 60335-1, CE
- Approvals: CCC

Nominal data V
ol

ta
ge

F
re

qu
en

cy

A
ir 

flo
w

S
pe

ed

P
ow

er
 c

on
su

m
pt

io
n

C
ur

re
nt

 d
ra

w

C
ap

ac
ito

r 
ca

pa
ci

ty

S
ou

nd
 p

re
ss

ur
e 

le
ve

l

M
in

. b
ac

k 
pr

es
su

re

P
er

m
. a

m
b.

 te
m

p

W
ei

gh
t

Type Motor VAC Hz m3/h rpm W A uF/V dB(A) Pa C kg

R2E160-AY47-01 M2E068EC 1~ 230 50 600 2100 240 1.05 6.0/400 72 0 -25..+50 3.9

Subject to modification

Pricing

Quantities

Product Code 1-4 5-9 10-14

7115273 134,90 117,31 105,57

All prices are printed in euro, excluding VAT (BTW). Orders are shipped ex-works.
A handling fee of € 35,- is added to every order with a total value less than € 500,- (net, excl. VAT).

For accessories such as capacitors  see the table of contents.

Pressure over air flow at 50Hz

n [rpm] P1 [W] I [A]

(1) 2210 223 0.98

(2) 2525 172 0.76
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AC centrifugal blower

Forward curved

R2E160

Specific drawing

Connection illustration
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AC centrifugal blower

Single inlet, forward curved

G2E180

- Housing material: Die-cast aluminium
- Impeller material: Galvanized sheet steel
- Rotor material: Coated in black
- Direction of rotation: Clockwise, seen on rotor
- Type of protection: IP44
- Insulation class: 'B'
- Mounting position: Any
- Condensate discharges: Rotor-side
- Mode of operation: Continuous operation (S1)
- Bearings: Maintenance-free ball bearings
- Motor protection: TOP wired internally
- Cable exit: Axial
- Protection class: I
- Product conforming to standards: EN 60335-1, CE
- Approvals: CCC

Nominal data V
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Type Motor VAC Hz m3/h rpm W A uF/V dB(A) Pa C kg

G2E180-EH03-01 M2E074EI 1~ 230 50 760 1950 400 1.75 8.0/400 73 0 -25..+40 5.6

Subject to modification

Pricing

Quantities

Product Code 1-4 5-9 10-14

7111168 263,30 228,97 206,06

All prices are printed in euro, excluding VAT (BTW). Orders are shipped ex-works.
A handling fee of € 35,- is added to every order with a total value less than € 500,- (net, excl. VAT).

For accessories such as capacitors  see the table of contents.

Pressure over air flow at 50Hz

n [rpm] P1 [W] I [A]

(1) 2290 335 1.47

(2) 2600 255 1.12

Page 24 of 203Prices current on March 30, 2010



AC centrifugal blower

Single inlet, forward curved

G2E180

Specific drawing

Connection illustration
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AC centrifugal blower

Single inlet, forward curved

G4E180

- Housing material: Galvanised sheet steel
- Impeller material: Galvanized sheet steel
- Rotor material: Coated in black
- Direction of rotation: Clockwise, seen on rotor
- Type of protection: IP44
- Insulation class: 'B'
- Mounting position: Any
- Condensate discharges: Rotor-side
- Mode of operation: Continuous operation (S1)
- Bearings: Maintenance-free ball bearings
- Motor protection: TOP wired internally
- Cable exit: Variable
- Protection class: I
- Product conforming to standards: EN 60335-1, CE
- Approvals: CCC

Nominal data V
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Type Motor VAC Hz m3/h rpm W A uF/V dB(A) Pa C kg

G4E180-GS11-01 M4E074DF 1~ 230 50 1030 1130 180 0.80 4.0/400 66 0 -25..+45 6.4

Subject to modification

Pricing

Quantities

Product Code 1-4 5-9 10-14

7110798 257,40 223,84 201,44

All prices are printed in euro, excluding VAT (BTW). Orders are shipped ex-works.
A handling fee of € 35,- is added to every order with a total value less than € 500,- (net, excl. VAT).

For accessories such as capacitors  see the table of contents.

Pressure over air flow at 50Hz

n [rpm] P1 [W] I [A]

(1) 1210 160 0.71

(2) 1340 123 0.55
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AC centrifugal blower

Single inlet, forward curved

G4E180

Specific drawing

Connection illustration
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AC centrifugal blower

Dual inlet, forward curved

D2E133

- Housing material: Galvanized sheet steel
- Impeller material: Galvanized sheet steel
- Rotor material: Partially cast in aluminium
- Direction of rotation: Clockwise, seen on rotor
- Type of protection: IP44
- Insulation class: 'B'
- Mounting position: Any
- Condensate discharges: None
- Mode of operation: Continuous operation (S1)
- Design: Standard external-rotor motor mounted via brackets on one side
- Bearings: Maintenance-free ball bearings
- Motor protection: TOP wired internally
- Cable exit: Variable
- Protection class: I
- Product conforming to standards: EN 60335-1, CE
- Approvals: CCC, GOST
Without flange

Nominal data V
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Type Motor VAC Hz m3/h rpm W A uF/V dB(A) Pa C kg

D2E133-AM47-01 M2E068DF 1~ 230 50 685 1500 190 0.84 3.0/450 59 0 -25..+45 3.5

Subject to modification

Pricing

Quantities

Product Code 1-4 5-9 10-14

7110683 150,30 130,70 117,63

All prices are printed in euro, excluding VAT (BTW). Orders are shipped ex-works.
A handling fee of € 35,- is added to every order with a total value less than € 500,- (net, excl. VAT).

For accessories such as capacitors  see the table of contents.

Pressure over air flow at 50Hz

n [rpm] P1 [W] I [A]

(1) 1885 180 0.80

(2) 2640 130 0.58
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AC centrifugal blower

Dual inlet, forward curved

D2E133

Specific drawing

Connection illustration
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AC centrifugal blower

Dual inlet, forward curved

D2E133

- Housing material: Galvanized sheet steel
- Impeller material: Galvanized sheet steel
- Rotor material: Partially cast in aluminium
- Direction of rotation: Clockwise, seen on rotor
- Type of protection: IP44
- Insulation class: 'B'
- Mounting position: Any
- Condensate discharges: None
- Mode of operation: Continuous operation (S1)
- Design: Standard external-rotor motor mounted via brackets on one side
- Bearings: Maintenance-free ball bearings
- Motor protection: TOP wired internally
- Cable exit: Variable
- Protection class: I
- Product conforming to standards: EN 60335-1, CE
- Approvals: CCC, GOST

Nominal data V
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Type Motor VAC Hz m3/h rpm W A uF/V dB(A) Pa C kg

D2E133-AM47-23 M2E068DF 1~ 230 50 685 1500 190 0.84 3.0/450 59 0 -25..+45 3.5

Subject to modification

Pricing

Quantities

Product Code 1-4 5-9 10-14

S800118 162,30 141,14 127,02

All prices are printed in euro, excluding VAT (BTW). Orders are shipped ex-works.
A handling fee of € 35,- is added to every order with a total value less than € 500,- (net, excl. VAT).

For accessories such as capacitors  see the table of contents.

Pressure over air flow at 50Hz

n [rpm] P1 [W] I [A]

(1) 1885 180 0.80

(2) 2640 130 0.58
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AC centrifugal blower

Dual inlet, forward curved

D2E133

Specific drawing

Connection illustration
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AC centrifugal blower

Dual inlet, forward curved

D2E133

- Housing material: Galvanized sheet steel
- Impeller material: Galvanized sheet steel
- Rotor material: Partially cast in aluminium
- Direction of rotation: Clockwise, seen on rotor
- Type of protection: IP44
- Insulation class: 'B'
- Mounting position: Any
- Condensate discharges: None
- Mode of operation: Continuous operation (S1)
- Design: Standard external-rotor motor mounted via brackets on one side
- Bearings: Maintenance-free ball bearings
- Motor protection: TOP wired internally
- Cable exit: Variable
- Protection class: I
- Product conforming to standards: EN 60335-1, CE
- Approvals: CCC

Nominal data V
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Type Motor VAC Hz m3/h rpm W A uF/V dB(A) Pa C kg

D2E133-DM47-01 M2E068DF 1~ 230 50 810 1150 190 0.84 3.0/450 56 0 -25..+40 4.4

Subject to modification

Pricing

Quantities

Product Code 1-4 5-9 10-14

7110667 150,30 130,70 117,63

All prices are printed in euro, excluding VAT (BTW). Orders are shipped ex-works.
A handling fee of € 35,- is added to every order with a total value less than € 500,- (net, excl. VAT).

For accessories such as capacitors  see the table of contents.

Pressure over air flow at 50Hz
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AC centrifugal blower

Dual inlet, forward curved

D2E133

Specific drawing

Connection illustration
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AC centrifugal blower

Dual inlet, forward curved

D4E133

- Housing material: Galvanized sheet steel
- Impeller material: PA plastic
- Rotor material: Partially cast in aluminium
- Direction of rotation: Clockwise, seen on rotor
- Type of protection: IP44
- Insulation class: 'B'
- Mounting position: Any
- Condensate discharges: None
- Mode of operation: Continuous operation (S1)
- Design: Standard external-rotor motor mounted via brackets on one side
- Bearings: Maintenance-free ball bearings
- Motor protection: TOP wired internally
- Cable exit: Variable
- Protection class: I
- Product conforming to standards: EN 60335-1, CE
- Approvals: CCC
Without flange

Nominal data V
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Type Motor VAC Hz m3/h rpm W A uF/V dB(A) Pa C kg

D4E133-AH01-55 M4E068BF 1~ 230 50 510 1180 70 0.32 2.0/400 52 0 -25..+40 2.6

Subject to modification

Pricing

Quantities

Product Code 1-4 5-9 10-14

7110721 105,40 91,66 82,49

All prices are printed in euro, excluding VAT (BTW). Orders are shipped ex-works.
A handling fee of € 35,- is added to every order with a total value less than € 500,- (net, excl. VAT).

For accessories such as capacitors  see the table of contents.

Pressure over air flow at 50Hz

n [rpm] P1 [W] I [A]

(1) 1240 66 0.30

(2) 1380 63 0.29
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AC centrifugal blower

Dual inlet, forward curved

D4E133

Specific drawing

Connection illustration
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AC centrifugal blower

Dual inlet, forward curved

D2E146

- Housing material: Galvanized sheet steel
- Impeller material: Galvanized sheet steel
- Rotor material: Partially cast in aluminium
- Direction of rotation: Clockwise, seen on rotor
- Type of protection: IP44
- Insulation class: 'B'
- Mounting position: Any
- Condensate discharges: None
- Mode of operation: Continuous operation (S1)
- Design: Standard external-rotor motor mounted via brackets on one side
- Bearings: Maintenance-free ball bearings
- Motor protection: TOP wired internally
- Cable exit: Variable
- Protection class: I
- Product conforming to standards: EN 60335-1, CE
- Approvals: CCC, GOST
With flange

Nominal data V
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Type Motor VAC Hz m3/h rpm W A uF/V dB(A) Pa C kg

D2E146-AP47-22 M2E068EC 1~ 230 50 970 2050 300 1.31 8.0/400 63 200 -25..+40 4.2

Subject to modification

Pricing

Quantities

Product Code 1-4 5-9 10-14

7111088 246,50 214,36 192,91

All prices are printed in euro, excluding VAT (BTW). Orders are shipped ex-works.
A handling fee of € 35,- is added to every order with a total value less than € 500,- (net, excl. VAT).

For accessories such as capacitors  see the table of contents.

Pressure over air flow at 50Hz

n [rpm] P1 [W] I [A]

(1) 2300 262 1.15

(2) 2600 206 0.91
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AC centrifugal blower

Dual inlet, forward curved

D2E146

Specific drawing

Connection illustration
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AC centrifugal blower

Dual inlet, forward curved

D4E180

- Housing material: Galvanized sheet steel
- Impeller material: Galvanized sheet steel
- Rotor material: Partially cast in aluminium
- Direction of rotation: Counter-clockwise, seen on rotor
- Type of protection: IP54
- Insulation class: 'B'
- Mounting position: Any
- Condensate discharges: None
- Mode of operation: Continuous operation (S1)
- Design: EW motor anti-vibration mounted on both sides
- Bearings: Maintenance-free ball bearings
- Motor protection: TOP wired internally
- Cable exit: Variable
- Protection class: I
- Product conforming to standards: EN 60335-1, CE
- Approvals: CCC
With flange

Nominal data V
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Type Motor VAC Hz m3/h rpm W A uF/V dB(A) Pa C kg

D4E180-CA02-02 M4E068LA 1~ 230 50 2110 1250 380 1.68 10.0/400 64 0 -25..+60 10.8

Subject to modification

Pricing

Quantities

Product Code 1-4 5-9 10-14

7110886 410,20 356,71 321,02

All prices are printed in euro, excluding VAT (BTW). Orders are shipped ex-works.
A handling fee of € 35,- is added to every order with a total value less than € 500,- (net, excl. VAT).

For accessories such as capacitors  see the table of contents.

Pressure over air flow at 50Hz

n [rpm] P1 [W] I [A]

(1) 1300 360 1.60

(2) 1385 270 1.20
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AC centrifugal blower

Dual inlet, forward curved

D4E180

Specific drawing

Connection illustration
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AC centrifugal blower

Dual inlet, forward curved

D4E200

- Housing material: Galvanized sheet steel
- Impeller material: Galvanized sheet steel
- Rotor material: Partially cast in aluminium
- Direction of rotation: Counter-clockwise, seen on rotor
- Type of protection: IP54
- Insulation class: 'B'
- Mounting position: Any
- Condensate discharges: None
- Mode of operation: Continuous operation (S1)
- Design: EW motor anti-vibration mounted on both sides
- Bearings: Maintenance-free ball bearings
- Motor protection: TOP wired internally
- Cable exit: Variable
- Protection class: I
- Product conforming to standards: EN 60335-1, CE
- Approvals: CCC
With flange

Nominal data V
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Type Motor VAC Hz m3/h rpm W A uF/V dB(A) Pa C kg

D4E200-CA02-02 M4E068LA 1~ 230 50 2380 1100 490 2.15 10.0/400 60 50 -25..+40 11.9

Subject to modification

Pricing

Quantities

Product Code 1-4 5-9 10-14

7110923 438,60 381,41 343,25

All prices are printed in euro, excluding VAT (BTW). Orders are shipped ex-works.
A handling fee of € 35,- is added to every order with a total value less than € 500,- (net, excl. VAT).

For accessories such as capacitors  see the table of contents.

Pressure over air flow at 50Hz

n [rpm] P1 [W] I [A]

(1) 1185 445 1.95

(2) 1300 350 1.55
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AC centrifugal blower

Dual inlet, forward curved

D4E200

Specific drawing

Connection illustration
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AC centrifugal blower

Dual inlet, forward curved

D4E225

- Housing material: Galvanized sheet steel
- Impeller material: Galvanized sheet steel
- Rotor material: Partially cast in aluminium
- Direction of rotation: Counter-clockwise, seen on rotor
- Type of protection: IP22
- Insulation class: 'F'
- Mounting position: Any
- Condensate discharges: None
- Mode of operation: Continuous operation (S1)
- Design: EW motor anti-vibration mounted on both sides
- Bearings: Maintenance-free ball bearings
- Motor protection: TOP wired internally
- Cable exit: Variable
- Protection class: I
- Capacitor: FPU (P2) acc. to IEC 252
- Product conforming to standards: EN 60335-1, CE
- Approvals: CCC, GOST

Nominal data V
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Type Motor VAC Hz m3/h rpm W A uF/V dB(A) Pa C kg

D4E225-CC01-21 M4E074LA 1~ 230 50 2650 1150 650 2.84 25.0/400 65 100 -25..+55 12.4

Subject to modification

Pricing

Quantities

Product Code 1-4 5-9 10-14

7110931 451,60 392,71 353,42

All prices are printed in euro, excluding VAT (BTW). Orders are shipped ex-works.
A handling fee of € 35,- is added to every order with a total value less than € 500,- (net, excl. VAT).

For accessories such as capacitors  see the table of contents.

Pressure over air flow at 50Hz

n [rpm] P1 [W] I [A]

(1) 1170 680 2.98

(2) 1300 550 2.44
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AC centrifugal blower

Dual inlet, forward curved

D4E225

Specific drawing

Connection illustration
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AC centrifugal blower

Dual inlet, forward curved

D4E240

- Housing material: Galvanized sheet steel
- Impeller material: Galvanized sheet steel
- Rotor material: Cast in aluminium
- Direction of rotation: Counter-clockwise, seen on rotor
- Type of protection: IP20 (acc. to EN 60527)
- Insulation class: 'F'
- Mounting position: Any
- Condensate discharges: None
- Mode of operation: Continuous operation (S1)
- Design: EW motor anti-vibration mounted on both sides
- Bearings: Maintenance-free ball bearings
- Motor protection: Design with thermal overload protector
- Cable exit: Axial
- Protection class: I (acc. to EN 61800-5-1)
- Product conforming to standards: CE
- Options: Mounting brackets on request
With flange

Nominal data V
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Type Motor VAC Hz m3/h rpm W A uF/V dB(A) Pa C kg

D4E240-BA01-01 M4E094IF 1~ 230 50 3490 1300 1020 4.45 25.0/400 72 0 -40..+50 15.3

Subject to modification

Pricing

Quantities

Product Code 1-4 5-9 10-14

S803804 493,90 429,50 386,53

All prices are printed in euro, excluding VAT (BTW). Orders are shipped ex-works.
A handling fee of € 35,- is added to every order with a total value less than € 500,- (net, excl. VAT).

For accessories such as capacitors  see the table of contents.

Pressure over air flow at 50Hz

n [rpm] P1 [W] I [A]

(1) 1345 849 3.80

(2) 1390 692 3.10
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AC centrifugal blower

Dual inlet, forward curved

D4E240

Specific drawing

Connection illustration
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AC centrifugal blower

Dual inlet, forward curved

D4E250

- Housing material: Galvanized sheet steel
- Impeller material: Galvanized sheet steel
- Rotor material: Cast in aluminium
- Direction of rotation: Counter-clockwise, seen on rotor
- Type of protection: IP20 (acc. to EN 60527)
- Insulation class: 'F'
- Mounting position: Any
- Condensate discharges: None
- Mode of operation: Continuous operation (S1)
- Design: EW motor anti-vibration mounted on both sides
- Bearings: Maintenance-free ball bearings
- Motor protection: Design with thermal overload protector
- Cable exit: Axial
- Protection class: I (acc. to EN 61800-5-1)
- Product conforming to standards: CE
- Options: Mounting brackets on request
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Type Motor VAC Hz m3/h rpm W A uF/V dB(A) Pa C kg

D4E250-BA01-01 M4E094LA 1~ 230 50 3730 1210 1240 6.00 14.0/500 75 0 -40..+40 16.3

Subject to modification

Pricing

Quantities

Product Code 1-4 5-9 10-14

S800442 494,00 429,58 386,60

All prices are printed in euro, excluding VAT (BTW). Orders are shipped ex-works.
A handling fee of € 35,- is added to every order with a total value less than € 500,- (net, excl. VAT).

For accessories such as capacitors  see the table of contents.

Pressure over air flow at 50Hz

n [rpm] P1 [W] I [A]

(1) 1320 975 4.74

(2) 1400 665 3.50
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AC centrifugal blower

Dual inlet, forward curved

D4E250

Specific drawing

Connection illustration
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AC centrifugal blower

Dual inlet, forward curved

D4D250

- Housing material: Galvanized sheet steel
- Impeller material: Galvanized sheet steel
- Rotor material: Cast in aluminium
- Direction of rotation: Counter-clockwise, seen on rotor
- Type of protection: IP20 (acc. to EN 60527)
- Insulation class: 'F'
- Mounting position: Any
- Condensate discharges: None
- Mode of operation: Continuous operation (S1)
- Design: EW motor anti-vibration mounted on both sides
- Bearings: Maintenance-free ball bearings
- Motor protection: Design with thermal overload protector
- Cable exit: Axial
- Protection class: I (acc. to EN 61800-5-1)
- Product conforming to standards: CE
- Options: 400 VAC star/delta connection (Y/D) for two speed steps available on request,
mounting brackets on request

Nominal data V
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Type Motor VAC Hz m3/h rpm W A uF/V dB(A) Pa C kg

D4D250-BA02-01 M4D094LA 3~ 400 Y 50 3790 1240 1140 2.10 -- 76 0 -40..+60 16.7

Subject to modification

Pricing

Quantities

Product Code 1-4 5-9 10-14

S803805 506,90 440,80 396,70

All prices are printed in euro, excluding VAT (BTW). Orders are shipped ex-works.
A handling fee of € 35,- is added to every order with a total value less than € 500,- (net, excl. VAT).

For accessories such as capacitors  see the table of contents.

Pressure over air flow at 50Hz

n [rpm] P1 [W] I [A]

(1) 1320 875 1.73

(2) 1410 481 1.21
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AC centrifugal blower

Dual inlet, forward curved

D4D250

Specific drawing

Connection illustration
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AC centrifugal fan

Backward curved

R2S175

- Impeller material: PA plastic 6.6, fibreglass-reinforced
-Rotor material: Coated in black
- Direction of rotation: Clockwise, seen on rotor
- Type of protection: IP 20
- Insulation class: 'B'
- Mounting position: Any
- Condensate discharges: None
-Mode of operation: Continuous operation (S1)
- Bearings: Maintenance-free ball bearings
- Motor protection: TOP wired internally
- Cable exit: Axial
- Protection class: I
- Product conforming to standards: EN 60335-1, CE
- Approvals: CCC, GOST

Nominal data V
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Type Motor VAC Hz m3/h rpm W A uF/V dB(A) Pa C kg

R2S175-AB56-01 M2S052CA 1~ 230 50 440 2350 53 0.33 -- 61 -- -25..+40 0.9

Subject to modification

Pricing

Quantities

Product Code 1-4 5-9 10-14

S800089 70,70 61,48 55,33

All prices are printed in euro, excluding VAT (BTW). Orders are shipped ex-works.
A handling fee of € 35,- is added to every order with a total value less than € 500,- (net, excl. VAT).

For accessories such as capacitors  see the table of contents.

Pressure over air flow at 50Hz

n [rpm] P1 [W] I [A]

(1) 2240 54 0.27

(2) 2120 56 0.28
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AC centrifugal fan

Backward curved

R2S175

Specific drawing

Connection illustration
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AC centrifugal fan

Backward curved

R2E190

- Impeller material: PA plastic 6.6, fibreglass-reinforced
-Rotor material: Coated in black
- Number of blades: 7
- Direction of rotation: Clockwise, seen on rotor
- Type of protection: IP 44
- Insulation class: 'B'
- Mounting position: Shaft horizontal or rotor on bottom
- Condensate discharges: Rotor-side
-Mode of operation: Continuous operation (S1)
- Bearings: Maintenance-free ball bearings
- Motor protection: TOP wired internally
- Cable exit: Variable
- Protection class: I
- Product conforming to standards: EN 60335-1, CE
- Approvals: CCC, GOST

Nominal data V
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Type Motor VAC Hz m3/h rpm W A uF/V dB(A) Pa C kg

R2E190-AO26-05 M2E068BF 1~ 230 50 570 2500 58 0.26 2.0/400 62 -- -25..+50 1.2

Subject to modification

Pricing

Quantities

Product Code 1-4 5-9 10-14

7115572 74,20 64,52 58,07

All prices are printed in euro, excluding VAT (BTW). Orders are shipped ex-works.
A handling fee of € 35,- is added to every order with a total value less than € 500,- (net, excl. VAT).

For accessories such as capacitors  see the table of contents.

Pressure over air flow at 50Hz

n [rpm] P1 [W] I [A]

(1) 2490 59 0.26

(2) 2410 61 0.27
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AC centrifugal fan

Backward curved

R2E190

Specific drawing

Connection illustration
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AC centrifugal fan

Backward curved

R2E220

- Impeller material: PA plastic 6.6, fibreglass-reinforced
-Rotor material: Coated in black
- Number of blades: 11
- Direction of rotation: Clockwise, seen on rotor
- Type of protection: IP 44
- Insulation class: 'B'
- Mounting position: Shaft horizontal or rotor on bottom
- Condensate discharges: Rotor-side
-Mode of operation: Continuous operation (S1)
- Bearings: Maintenance-free ball bearings
- Motor protection: TOP wired internally
- Cable exit: Variable
- Protection class: I
- Product conforming to standards: EN 60335-1, CE
- Approvals: CCC, GOST

Nominal data V
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Type Motor VAC Hz m3/h rpm W A uF/V dB(A) Pa C kg

R2E220-AA40-05 M2E068BF 1~ 230 50 860 2600 85 0.38 3.0/400 73 -- -25..+40 1.3

Subject to modification

Pricing

Quantities

Product Code 1-4 5-9 10-14

S800125 75,30 65,48 58,93

All prices are printed in euro, excluding VAT (BTW). Orders are shipped ex-works.
A handling fee of € 35,- is added to every order with a total value less than € 500,- (net, excl. VAT).

For accessories such as capacitors  see the table of contents.

Pressure over air flow at 50Hz

n [rpm] P1 [W] I [A]

(1) 2390 95 0.42

(2) 2490 90 0.40
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AC centrifugal fan

Backward curved

R2E220

Specific drawing

Connection illustration
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AC centrifugal fan

Backward curved

R2E225

- Impeller material: PA plastic 6.6, fibreglass-reinforced
-Rotor material: Coated in black
- Number of blades: 11
- Direction of rotation: Clockwise, seen on rotor
- Type of protection: IP 44
- Insulation class: 'B'
- Mounting position: Shaft horizontal or rotor on bottom
- Condensate discharges: Rotor-side
-Mode of operation: Continuous operation (S1)
- Bearings: Maintenance-free ball bearings
- Motor protection: TOP wired internally
- Cable exit: Variable
- Protection class: I
- Product conforming to standards: EN 60335-1, CE
- Approvals: CCC

Nominal data V
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Type Motor VAC Hz m3/h rpm W A uF/V dB(A) Pa C kg

R2E225-AT51-05 M2E068DF 1~ 230 50 850 2650 105 0.46 3.0/450 70 -- -25..+60 2.1

Subject to modification

Pricing

Quantities

Product Code 1-4 5-9 10-14

7111336 110,70 96,26 86,63

All prices are printed in euro, excluding VAT (BTW). Orders are shipped ex-works.
A handling fee of € 35,- is added to every order with a total value less than € 500,- (net, excl. VAT).

For accessories such as capacitors  see the table of contents.

Pressure over air flow at 50Hz

n [rpm] P1 [W] I [A]

(1) 2580 110 0.49

(2) 2560 113 0.50
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AC centrifugal fan

Backward curved

R2E225

Specific drawing

Connection illustration
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AC centrifugal fan

Backward curved

R4E280

- Impeller material: PA plastic 6.6, fibreglass-reinforced
-Rotor material: Coated in black
- Number of blades: 11
- Direction of rotation: Clockwise, seen on rotor
- Type of protection: IP 44
- Insulation class: 'B'
- Mounting position: Shaft horizontal or rotor on bottom
- Condensate discharges: Rotor-side
-Mode of operation: Continuous operation (S1)
- Bearings: Maintenance-free ball bearings
- Motor protection: TOP wired internally
- Cable exit: Axial
- Protection class: I
- Product conforming to standards: EN 60335-1, CE
- Approvals: CCC, GOST

Nominal data V
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Type Motor VAC Hz m3/h rpm W A uF/V dB(A) Pa C kg

R4E280-AD08-05 M4E068DF 1~ 230 50 1435 1420 78 0.35 2.5/450 62 -- -25..+40 2.8

Subject to modification

Pricing

Quantities

Product Code 1-4 5-9 10-14

7115717 176,60 153,57 138,21

All prices are printed in euro, excluding VAT (BTW). Orders are shipped ex-works.
A handling fee of € 35,- is added to every order with a total value less than € 500,- (net, excl. VAT).

For accessories such as capacitors  see the table of contents.

Pressure over air flow at 50Hz

n [rpm] P1 [W] I [A]

(1) 1380 88 0.40

(2) 1340 99 0.44
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AC centrifugal fan

Backward curved

R4E280

Specific drawing

Connection illustration
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AC axial fan W2S130

- Wall ring material: Die-cast aluminium, coated in black
- Blade material: Sheet steel, coated in black
- Rotor material: Open, coated in black
- Number of blades: 7
- Direction of air flow: 'V', exhaust over struts
- Direction of rotation: Counter-clockwise, seen on rotor
- Type of protection: IP 20
- Insulation class: 'B'
- Mounting position: Any
- Condensate discharges: None
- Mode of operation: Continuous operation (S1)
- Bearings: Maintenance-free ball bearings
- Motor protection: TOP wired internally
- Electrical connection: Cable length 330 mm, beginning at wall ring
- Protection class: I
- Product conforming to standards: EN 60335-1, CE
- Approvals: VDE, UL, CSA, CCC, GOST

Nominal data V
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Type Motor VAC Hz m3/h rpm W A uF/V dB(A) Pa C kg

W2S130-AA03-01 M2S052CA 230 50 325 2800 45 -- -- 49 0 -25..+50 1.1

Subject to modification

Pricing

Quantities

Product Code 1-4 5-9 10-14

7122406 71,80 62,44 53,07

All prices are printed in euro, excluding VAT (BTW). Orders are shipped ex-works.
A handling fee of € 35,- is added to every order with a total value less than € 500,- (net, excl. VAT).

For accessories such as capacitors  see the table of contents.

Pressure over air flow at 50Hz
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AC axial fan W2S130

Specific drawing
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AC axial fan W2E142

- Wall ring material: Die-cast aluminium, coated in black
- Blade material: Sheet steel, coated in black
- Rotor material: Open, coated in black
- Number of blades: 7
- Direction of air flow: 'V', exhaust over struts
- Direction of rotation: Counter-clockwise, seen on rotor
- Type of protection: IP 22
- Insulation class: 'B'
- Mounting position: Any
- Condensate discharges: None
- Mode of operation: Continuous operation (S1)
- Bearings: Maintenance-free ball bearings
- Motor protection: TOP wired internally
- Electrical connection: 2.8 x 0.5 mm (operating capacitor connected)
- Protection class: I
- Product conforming to standards: EN 60335-1, CE
- Approvals: VDE, UL, CSA, CCC, GOST

Nominal data V
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Type Motor VAC Hz m3/h rpm W A uF/V dB(A) Pa C kg

W2E142-BB01-01 M2E052BA 230 50 330 2800 25 -- -- 52 0 -25..+55 0.9

Subject to modification

Pricing

Quantities

Product Code 1-4 5-9 10-14

7122431 81,20 70,61 60,01

All prices are printed in euro, excluding VAT (BTW). Orders are shipped ex-works.
A handling fee of € 35,- is added to every order with a total value less than € 500,- (net, excl. VAT).

For accessories such as capacitors  see the table of contents.

Pressure over air flow at 50Hz
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AC axial fan W2E142

Specific drawing
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AC axial fan W2E143

- Wall ring material: Die-cast aluminium, coated in black
- Blade material: Sheet steel, coated in black
- Rotor material: Open, coated in black
- Number of blades: 5
- Direction of air flow: 'V', exhaust over struts
- Direction of rotation: Counter-clockwise, seen on rotor
- Type of protection: IP 22
- Insulation class: 'B'
- Mounting position: Any
- Condensate discharges: None
- Mode of operation: Continuous operation (S1)
- Bearings: Maintenance-free ball bearings
- Motor protection: TOP wired internally
- Electrical connection: Blade terminal 2.8 x 0.5 mm (operating capacitor connected)
- Protection class: I
- Product conforming to standards: EN 60335-1, CE
- Approvals: VDE, UL, CSA, CCC, GOST

Nominal data V
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Type Motor VAC Hz m3/h rpm W A uF/V dB(A) Pa C kg

W2E143-AB09-01 M2E052BF 230 50 420 2800 26 -- -- 54 0 -25..+60 1.0

Subject to modification

Pricing

Quantities

Product Code 1-4 5-9 10-14

S800015 86,30 75,05 63,78

All prices are printed in euro, excluding VAT (BTW). Orders are shipped ex-works.
A handling fee of € 35,- is added to every order with a total value less than € 500,- (net, excl. VAT).

For accessories such as capacitors  see the table of contents.

Pressure over air flow at 50Hz
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AC axial fan W2E143

Specific drawing
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AC axial fan W2E200

- Wall ring material: Die-cast aluminium
- Blade material: Sheet steel, coated in black
- Rotor material: Open, coated in black
- Number of blades: 7
- Direction of air flow: 'V', exhaust over struts
- Direction of rotation: Counter-clockwise, seen on rotor
- Type of protection: IP 44
- Insulation class: 'B'
- Mounting position: Any
- Condensate discharges: None
- Mode of operation: Continuous operation (S1)
- Bearings: Maintenance-free ball bearings
- Motor protection: TOP wired internally
- Electrical connection: Terminal strips (operating capacitor connected)
- Protection class: I
- Product conforming to standards: EN 60335-1, CE
- Approvals: VDE, UL, CSA, CCC, GOST

Nominal data V
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Type Motor VAC Hz m3/h rpm W A uF/V dB(A) Pa C kg

W2E200-HH38-01 M2E068BF 230 50 925 2550 64 0.29 1.5/400 59 0 -25..+60 2.0

Subject to modification

Pricing

Quantities

Product Code 1-4 5-9 10-14

7122435 117,10 101,83 86,55

All prices are printed in euro, excluding VAT (BTW). Orders are shipped ex-works.
A handling fee of € 35,- is added to every order with a total value less than € 500,- (net, excl. VAT).

For accessories such as capacitors  see the table of contents.

Pressure over air flow at 50Hz
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AC axial fan W2E200

Specific drawing
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AC axial fan

A series

A2D200

- Guard grille material: Steel, phosphated and coated in black plastic
- Wall ring material: Sheet steel, pre-galvanised and coated in black plastic
- Blade material: Sheet steel, coated in black
- Rotor material: Coated in black
- Number of blades: 5
- Direction of rotation: Counter-clockwise, seen on rotor
- Type of protection: IP 44
- Insulation class: 'B'
- Mounting position: Shaft horizontal or rotor on bottom; rotor on top on request
- Condensate discharges: Rotor side
- Mode of operation: Continuous operation (S1)
- Bearings: Maintenance-free ball bearings
- Motor protection: Without TOP
- Cable exit: Lateral
- Protection class: I
- Product conforming to standards: EN 60335-1

Nominal data V
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Type Motor VAC Hz m3/h rpm W A uF/V dB(A) Pa C kg

A2D200-AA02-01 M2D068CF 230/400 50 830 2800 53 0.26/0.15 -- 67 0 -25..+75 1.7

Subject to modification

Pricing

Quantities

Product Code 1-4 5-9 10-14

S800807 103,30 89,83 80,84

All prices are printed in euro, excluding VAT (BTW). Orders are shipped ex-works.
A handling fee of € 35,- is added to every order with a total value less than € 500,- (net, excl. VAT).

For accessories such as capacitors  see the table of contents.

Pressure over air flow at 50Hz

n [rpm] P1 [W] I [A]

(1) 2785 53 0.15

(2) 2770 55 0.15
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AC axial fan

A series

A2D200

Specific drawing

Connection illustration
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AC axial fan

A series

A2D200

- Guard grille material: Steel, phosphated and coated in black plastic
- Wall ring material: Sheet steel, pre-galvanised and coated in black plastic
- Blade material: Sheet steel, coated in black
- Rotor material: Coated in black
- Number of blades: 5
- Direction of rotation: Clockwise, seen on rotor
- Type of protection: IP 44
- Insulation class: 'B'
- Mounting position: Shaft horizontal or rotor on bottom; rotor on top on request
- Condensate discharges: Rotor side
- Mode of operation: Continuous operation (S1)
- Bearings: Maintenance-free ball bearings
- Motor protection: Without TOP
- Cable exit: Lateral
- Protection class: I
- Product conforming to standards: EN 60335-1
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Type Motor VAC Hz m3/h rpm W A uF/V dB(A) Pa C kg

A2D200-AA02-02 M2D068CF 230/400 50 830 2800 53 0.26/0.15 -- 67 0 -25..+75 1.7

Subject to modification

Pricing

Quantities

Product Code 1-4 5-9 10-14

S800261 103,70 90,18 81,16

All prices are printed in euro, excluding VAT (BTW). Orders are shipped ex-works.
A handling fee of € 35,- is added to every order with a total value less than € 500,- (net, excl. VAT).

For accessories such as capacitors  see the table of contents.

Pressure over air flow at 50Hz

n [rpm] P1 [W] I [A]

(1) 2785 53 0.15

(2) 2770 55 0.15
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AC axial fan

A series

A2D200

Specific drawing

Connection illustration
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AC axial fan

A series

A2E200

- Guard grille material: Steel, phosphated and coated in black plastic
- Wall ring material: Sheet steel, pre-galvanised and coated in black plastic
- Blade material: Sheet steel, coated in black
- Rotor material: Coated in black
- Number of blades: 5
- Direction of rotation: Counter-clockwise, seen on rotor
- Type of protection: IP 44
- Insulation class: 'B'
- Mounting position: Shaft horizontal or rotor on bottom; rotor on top on request
- Condensate discharges: Rotor side
- Mode of operation: Continuous operation (S1)
- Bearings: Maintenance-free ball bearings
- Motor protection: TOP wired internally
- Cable exit: Variable
- Protection class: I
- Product conforming to standards: EN 60335-1, CE
- Approvals: CCC

Nominal data V
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Type Motor VAC Hz m3/h rpm W A uF/V dB(A) Pa C kg

A2E200-AF02-01 M2E068CA 230 50 740 2740 50 0.24 1.5/400 65 0 -25..+75 1.4

Subject to modification

Pricing

Quantities

Product Code 1-4 5-9 10-14

7123388 89,40 77,74 69,96

All prices are printed in euro, excluding VAT (BTW). Orders are shipped ex-works.
A handling fee of € 35,- is added to every order with a total value less than € 500,- (net, excl. VAT).

For accessories such as capacitors  see the table of contents.

Pressure over air flow at 50Hz

n [rpm] P1 [W] I [A]

(1) 2670 51 0.24

(2) 2670 50 0.24
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AC axial fan

A series

A2E200

Specific drawing

Connection illustration
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AC axial fan

A series

A2E200

- Guard grille material: Steel, phosphated and coated in black plastic
- Wall ring material: Sheet steel, pre-galvanised and coated in black plastic
- Blade material: Sheet steel, coated in black
- Rotor material: Coated in black
- Number of blades: 5
- Direction of rotation: Clockwise, seen on rotor
- Type of protection: IP 44
- Insulation class: 'B'
- Mounting position: Shaft horizontal or rotor on bottom; rotor on top on request
- Condensate discharges: Rotor side
- Mode of operation: Continuous operation (S1)
- Bearings: Maintenance-free ball bearings
- Motor protection: TOP wired internally
- Cable exit: Variable
- Protection class: I
- Product conforming to standards: EN 60335-1, CE
- Approvals: CCC

Nominal data V
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Type Motor VAC Hz m3/h rpm W A uF/V dB(A) Pa C kg

A2E200-AF02-02 M2E068CA 230 50 740 2740 50 0.24 1.5/400 65 0 -25..+75 1.4

Subject to modification

Pricing

Quantities

Product Code 1-4 5-9 10-14

7120128 89,40 77,74 69,96

All prices are printed in euro, excluding VAT (BTW). Orders are shipped ex-works.
A handling fee of € 35,- is added to every order with a total value less than € 500,- (net, excl. VAT).

For accessories such as capacitors  see the table of contents.

Pressure over air flow at 50Hz

n [rpm] P1 [W] I [A]

(1) 2670 51 0.24

(2) 2670 50 0.24
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AC axial fan

A series

A2E200

Specific drawing

Connection illustration
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AC axial fan

A series

W2E200

- Guard grille material: Steel, phosphated and coated in black plastic
- Wall ring material: Sheet steel, pre-galvanised and coated in black plastic
- Blade material: Sheet steel, coated in black
- Rotor material: Coated in black
- Number of blades: 5
- Direction of rotation: Counter-clockwise, seen on rotor
- Type of protection: IP 44
- Insulation class: 'B'
- Mounting position: Shaft horizontal or rotor on bottom; rotor on top on request
- Condensate discharges: Rotor side
- Mode of operation: Continuous operation (S1)
- Bearings: Maintenance-free ball bearings
- Motor protection: TOP wired internally
- Cable exit: Variable
- Protection class: I
- Product conforming to standards: EN 60335-1, CE
- Approvals: CCC

Nominal data V
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Type Motor VAC Hz m3/h rpm W A uF/V dB(A) Pa C kg

W2E200-CF02-01 M2E068CA 230 50 740 2740 50 0.24 1.5/400 65 0 -25..+75 1.4

Subject to modification

Pricing

Quantities

Product Code 1-4 5-9 10-14

7123581 129,50 112,61 101,35

All prices are printed in euro, excluding VAT (BTW). Orders are shipped ex-works.
A handling fee of € 35,- is added to every order with a total value less than € 500,- (net, excl. VAT).

For accessories such as capacitors  see the table of contents.

Pressure over air flow at 50Hz

n [rpm] P1 [W] I [A]

(1) 2670 51 0.24

(2) 2670 50 0.24
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AC axial fan

A series

W2E200

Specific drawing

Connection illustration
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AC axial fan

A series

W2E200

- Guard grille material: Steel, phosphated and coated in black plastic
- Wall ring material: Sheet steel, pre-galvanised and coated in black plastic
- Blade material: Sheet steel, coated in black
- Rotor material: Coated in black
- Number of blades: 5
- Direction of rotation: Clockwise, seen on rotor
- Type of protection: IP 44
- Insulation class: 'B'
- Mounting position: Shaft horizontal or rotor on bottom; rotor on top on request
- Condensate discharges: Rotor side
- Mode of operation: Continuous operation (S1)
- Bearings: Maintenance-free ball bearings
- Motor protection: TOP wired internally
- Cable exit: Variable
- Protection class: I
- Product conforming to standards: EN 60335-1, CE
- Approvals: CCC

Nominal data V
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Type Motor VAC Hz m3/h rpm W A uF/V dB(A) Pa C kg

W2E200-CF02-02 M2E068CA 230 50 740 2740 50 0.24 1.5/400 65 0 -25..+75 1.4

Subject to modification

Pricing

Quantities

Product Code 1-4 5-9 10-14

7120654 129,50 112,61 101,35

All prices are printed in euro, excluding VAT (BTW). Orders are shipped ex-works.
A handling fee of € 35,- is added to every order with a total value less than € 500,- (net, excl. VAT).

For accessories such as capacitors  see the table of contents.

Pressure over air flow at 50Hz

n [rpm] P1 [W] I [A]

(1) 2670 51 0.24

(2) 2670 50 0.24
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AC axial fan

A series

W2E200

Specific drawing

Connection illustration
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AC axial fan

A series

A2D250

- Guard grille material: Steel, phosphated and coated in black plastic
- Wall ring material: Sheet steel, pre-galvanised and coated in black plastic
- Blade material: Sheet steel, coated in black
- Rotor material: Coated in black
- Number of blades: 5
- Direction of rotation: Counter-clockwise, seen on rotor
- Type of protection: IP 44
- Insulation class: 'B'
- Mounting position: Shaft horizontal or rotor on bottom; rotor on top on request
- Condensate discharges: Rotor side
- Mode of operation: Continuous operation (S1)
- Bearings: Maintenance-free ball bearings
- Motor protection: Without TOP
- Cable exit: Lateral
- Protection class: I
- Product conforming to standards: EN 60335-1
- Approvals: CCC

Nominal data V
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Type Motor VAC Hz m3/h rpm W A uF/V dB(A) Pa C kg

A2D250-AA02-01 M2D068DF 230/400 50 1685 2650 110 0.38/0.22 -- 72 0 -25..+70 2.2

Subject to modification

Pricing

Quantities

Product Code 1-4 5-9 10-14

S800448 118,80 103,31 92,97

All prices are printed in euro, excluding VAT (BTW). Orders are shipped ex-works.
A handling fee of € 35,- is added to every order with a total value less than € 500,- (net, excl. VAT).

For accessories such as capacitors  see the table of contents.

Pressure over air flow at 50Hz

n [rpm] P1 [W] I [A]

(1) 2645 123 0.23

(2) 2615 131 0.24
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AC axial fan

A series

A2D250

Specific drawing

Connection illustration
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AC axial fan

A series

A2D250

- Guard grille material: Steel, phosphated and coated in black plastic
- Wall ring material: Sheet steel, pre-galvanised and coated in black plastic
- Blade material: Sheet steel, coated in black
- Rotor material: Coated in black
- Number of blades: 5
- Direction of rotation: Clockwise, seen on rotor
- Type of protection: IP 44
- Insulation class: 'B'
- Mounting position: Shaft horizontal or rotor on bottom; rotor on top on request
- Condensate discharges: Rotor side
- Mode of operation: Continuous operation (S1)
- Bearings: Maintenance-free ball bearings
- Motor protection: Without TOP
- Cable exit: Lateral
- Protection class: I
- Product conforming to standards: EN 60335-1
- Approvals: CCC

Nominal data V
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Type Motor VAC Hz m3/h rpm W A uF/V dB(A) Pa C kg

A2D250-AA02-02 M2D068DF 230/400 50 1685 2650 110 0.38/0.22 -- 72 0 -25..+70 2.2

Subject to modification

Pricing

Quantities

Product Code 1-4 5-9 10-14

7123652 118,80 103,31 92,97

All prices are printed in euro, excluding VAT (BTW). Orders are shipped ex-works.
A handling fee of € 35,- is added to every order with a total value less than € 500,- (net, excl. VAT).

For accessories such as capacitors  see the table of contents.

Pressure over air flow at 50Hz

n [rpm] P1 [W] I [A]

(1) 2645 123 0.23

(2) 2615 131 0.24
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AC axial fan

A series

A2D250

Specific drawing

Connection illustration
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AC axial fan

A series

A2E250

- Guard grille material: Steel, phosphated and coated in black plastic
- Wall ring material: Sheet steel, pre-galvanised and coated in black plastic
- Blade material: Sheet steel, coated in black
- Rotor material: Coated in black
- Number of blades: 5
- Direction of rotation: Counter-clockwise, seen on rotor
- Type of protection: IP 44
- Insulation class: 'B'
- Mounting position: Shaft horizontal or rotor on bottom; rotor on top on request
- Condensate discharges: Rotor side
- Mode of operation: Continuous operation (S1)
- Bearings: Maintenance-free ball bearings
- Motor protection: TOP wired internally
- Cable exit: Variable
- Protection class: I
- Product conforming to standards: EN 60335-1, CE
- Approvals: CCC

Nominal data V
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Type Motor VAC Hz m3/h rpm W A uF/V dB(A) Pa C kg

A2E250-AE65-01 M2E068DF 230 50 1610 2550 115 0.51 4.0/400 72 0 -25..+55 2.2

Subject to modification

Pricing

Quantities

Product Code 1-4 5-9 10-14

7123599 105,50 91,74 82,56

All prices are printed in euro, excluding VAT (BTW). Orders are shipped ex-works.
A handling fee of € 35,- is added to every order with a total value less than € 500,- (net, excl. VAT).

For accessories such as capacitors  see the table of contents.

Pressure over air flow at 50Hz

n [rpm] P1 [W] I [A]

(1) 2520 122 0.54

(2) 2480 126 0.55
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AC axial fan

A series

A2E250

Specific drawing

Connection illustration
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AC axial fan

A series

A2E250

- Guard grille material: Steel, phosphated and coated in black plastic
- Wall ring material: Sheet steel, pre-galvanised and coated in black plastic
- Blade material: Sheet steel, coated in black
- Rotor material: Coated in black
- Number of blades: 5
- Direction of rotation: Clockwise, seen on rotor
- Type of protection: IP 44
- Insulation class: 'B'
- Mounting position: Shaft horizontal or rotor on bottom; rotor on top on request
- Condensate discharges: Rotor side
- Mode of operation: Continuous operation (S1)
- Bearings: Maintenance-free ball bearings
- Motor protection: TOP wired internally
- Cable exit: Variable
- Protection class: I
- Product conforming to standards: EN 60335-1, CE
- Approvals: CCC

Nominal data V
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Type Motor VAC Hz m3/h rpm W A uF/V dB(A) Pa C kg

A2E250-AE65-02 M2E068DF 230 50 1610 2550 115 0.51 4.0/400 72 0 -25..+55 2.2

Subject to modification

Pricing

Quantities

Product Code 1-4 5-9 10-14

7120136 105,50 91,74 82,56

All prices are printed in euro, excluding VAT (BTW). Orders are shipped ex-works.
A handling fee of € 35,- is added to every order with a total value less than € 500,- (net, excl. VAT).

For accessories such as capacitors  see the table of contents.

Pressure over air flow at 50Hz

n [rpm] P1 [W] I [A]

(1) 2520 122 0.54

(2) 2480 126 0.55
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AC axial fan

A series

A2E250

Specific drawing

Connection illustration

Page 87 of 203Prices current on March 30, 2010



AC axial fan

A series

W2E250

- Guard grille material: Steel, phosphated and coated in black plastic
- Wall ring material: Sheet steel, pre-galvanised and coated in black plastic
- Blade material: Sheet steel, coated in black
- Rotor material: Coated in black
- Number of blades: 5
- Direction of rotation: Clockwise, seen on rotor
- Type of protection: IP 44
- Insulation class: 'B'
- Mounting position: Shaft horizontal or rotor on bottom; rotor on top on request
- Condensate discharges: Rotor side
- Mode of operation: Continuous operation (S1)
- Bearings: Maintenance-free ball bearings
- Motor protection: TOP wired internally
- Cable exit: Variable
- Protection class: I
- Product conforming to standards: EN 60335-1, CE
- Approvals: CCC

Nominal data V
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Type Motor VAC Hz m3/h rpm W A uF/V dB(A) Pa C kg

W2E250-CE65-02 M2E068DF 230 50 1610 2550 115 0.51 4.0/400 72 0 -25..+55 2.2

Subject to modification

Pricing

Quantities

Product Code 1-4 5-9 10-14

7120662 145,60 126,61 113,95

All prices are printed in euro, excluding VAT (BTW). Orders are shipped ex-works.
A handling fee of € 35,- is added to every order with a total value less than € 500,- (net, excl. VAT).

For accessories such as capacitors  see the table of contents.

Pressure over air flow at 50Hz

n [rpm] P1 [W] I [A]

(1) 2520 122 0.54

(2) 2480 126 0.55
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AC axial fan

A series

W2E250

Specific drawing

Connection illustration
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AC axial fan

A series

A4S250

- Guard grille material: Steel, phosphated and coated in black plastic
- Wall ring material: Sheet steel, pre-galvanised and coated in black plastic
- Blade material: Sheet steel, coated in black
- Rotor material: Coated in black
- Number of blades: 5
- Direction of rotation: Counter-clockwise, seen on rotor
- Type of protection: IP 44
- Insulation class: 'B'
- Mounting position: Shaft horizontal or rotor on bottom; rotor on top on request
- Condensate discharges: Rotor side
- Mode of operation: Continuous operation (S1)
- Bearings: Maintenance-free ball bearings
- Motor protection: TOP wired internally
- Cable exit: Lateral
- Protection class: I
- Product conforming to standards: EN 60335-1, CE

Nominal data V
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Type Motor VAC Hz m3/h rpm W A uF/V dB(A) Pa C kg

A4S250-AA02-01 M4S068CF 230 50 870 1400 72 0.53 -- 58 0 -25..+40 1.7

Subject to modification

Pricing

Quantities

Product Code 1-4 5-9 10-14

7141332 90,00 78,26 70,43

All prices are printed in euro, excluding VAT (BTW). Orders are shipped ex-works.
A handling fee of € 35,- is added to every order with a total value less than € 500,- (net, excl. VAT).

For accessories such as capacitors  see the table of contents.

Pressure over air flow at 50Hz

n [rpm] P1 [W] I [A]

(1) 1400 70 0.52

(2) 1395 71 0.52
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AC axial fan

A series

A4S250

Specific drawing

Connection illustration
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AC axial fan

A series

A4S250

- Guard grille material: Steel, phosphated and coated in black plastic
- Wall ring material: Sheet steel, pre-galvanised and coated in black plastic
- Blade material: Sheet steel, coated in black
- Rotor material: Coated in black
- Number of blades: 5
- Direction of rotation: Clockwise, seen on rotor
- Type of protection: IP 44
- Insulation class: 'B'
- Mounting position: Shaft horizontal or rotor on bottom; rotor on top on request
- Condensate discharges: Rotor side
- Mode of operation: Continuous operation (S1)
- Bearings: Maintenance-free ball bearings
- Motor protection: TOP wired internally
- Cable exit: Lateral
- Protection class: I
- Product conforming to standards: EN 60335-1, CE

Nominal data V
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Type Motor VAC Hz m3/h rpm W A uF/V dB(A) Pa C kg

A4S250-AA02-02 M4S068CF 230 50 870 1400 72 0.53 -- 58 0 -25..+40 1.7

Subject to modification

Pricing

Quantities

Product Code 1-4 5-9 10-14

7120187 90,00 78,26 70,43

All prices are printed in euro, excluding VAT (BTW). Orders are shipped ex-works.
A handling fee of € 35,- is added to every order with a total value less than € 500,- (net, excl. VAT).

For accessories such as capacitors  see the table of contents.

Pressure over air flow at 50Hz

n [rpm] P1 [W] I [A]

(1) 1400 70 0.52

(2) 1395 71 0.52
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AC axial fan

A series

A4S250

Specific drawing

Connection illustration
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AC axial fan

A series

W4S250

- Guard grille material: Steel, phosphated and coated in black plastic
- Wall ring material: Sheet steel, pre-galvanised and coated in black plastic
- Blade material: Sheet steel, coated in black
- Rotor material: Coated in black
- Number of blades: 5
- Direction of rotation: Counter-clockwise, seen on rotor
- Type of protection: IP 44
- Insulation class: 'B'
- Mounting position: Shaft horizontal or rotor on bottom; rotor on top on request
- Condensate discharges: Rotor side
- Mode of operation: Continuous operation (S1)
- Bearings: Maintenance-free ball bearings
- Motor protection: TOP wired internally
- Cable exit: Lateral
- Protection class: I
- Product conforming to standards: EN 60335-1, CE
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Type Motor VAC Hz m3/h rpm W A uF/V dB(A) Pa C kg

W4S250-CA02-01 M4S068CF 230 50 870 1400 72 0.53 -- 58 0 -25..+40 1.7

Subject to modification

Pricing

Quantities

Product Code 1-4 5-9 10-14

7141228 131,30 114,18 102,76

All prices are printed in euro, excluding VAT (BTW). Orders are shipped ex-works.
A handling fee of € 35,- is added to every order with a total value less than € 500,- (net, excl. VAT).

For accessories such as capacitors  see the table of contents.

Pressure over air flow at 50Hz

n [rpm] P1 [W] I [A]

(1) 1400 70 0.52

(2) 1395 71 0.52
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AC axial fan

A series

W4S250

Specific drawing

Connection illustration
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AC axial fan

A series

W4S250

- Guard grille material: Steel, phosphated and coated in black plastic
- Wall ring material: Sheet steel, pre-galvanised and coated in black plastic
- Blade material: Sheet steel, coated in black
- Rotor material: Coated in black
- Number of blades: 5
- Direction of rotation: Clockwise, seen on rotor
- Type of protection: IP 44
- Insulation class: 'B'
- Mounting position: Shaft horizontal or rotor on bottom; rotor on top on request
- Condensate discharges: Rotor side
- Mode of operation: Continuous operation (S1)
- Bearings: Maintenance-free ball bearings
- Motor protection: TOP wired internally
- Cable exit: Lateral
- Protection class: I
- Product conforming to standards: EN 60335-1, CE

Nominal data V
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Type Motor VAC Hz m3/h rpm W A uF/V dB(A) Pa C kg

W4S250-CA02-02 M4S068CF 230 50 870 1400 72 0.53 -- 58 0 -25..+40 1.7

Subject to modification

Pricing

Quantities

Product Code 1-4 5-9 10-14

7120726 131,30 114,18 102,76

All prices are printed in euro, excluding VAT (BTW). Orders are shipped ex-works.
A handling fee of € 35,- is added to every order with a total value less than € 500,- (net, excl. VAT).

For accessories such as capacitors  see the table of contents.

Pressure over air flow at 50Hz

n [rpm] P1 [W] I [A]

(1) 1400 70 0.52

(2) 1395 71 0.52
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AC axial fan

A series

W4S250

Specific drawing

Connection illustration
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AC axial fan

A series

A2D300

- Guard grille material: Steel, phosphated and coated in black plastic
- Wall ring material: Sheet steel, pre-galvanised and coated in black plastic
- Blade material: Sheet steel, coated in black
- Rotor material: Coated in black
- Number of blades: 5
- Direction of rotation: Counter-clockwise, seen on rotor
- Type of protection: IP 44
- Insulation class: 'B'
- Mounting position: Shaft horizontal or rotor on bottom; rotor on top on request
- Condensate discharges: Rotor side
- Mode of operation: Continuous operation (S1)
- Bearings: Maintenance-free ball bearings
- Motor protection: Without TOP
- Cable exit: Lateral
- Protection class: I
- Product conforming to standards: EN 60335-1
- Approvals: CCC

Nominal data V
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Type Motor VAC Hz m3/h rpm W A uF/V dB(A) Pa C kg

A2D300-AD02-01 M2D068EC 230/400 50 2760 2650 180 0.54/0.31 -- 76 0 -25..+60 2.7

Subject to modification

Pricing

Quantities

Product Code 1-4 5-9 10-14

7123636 153,70 133,66 120,29

All prices are printed in euro, excluding VAT (BTW). Orders are shipped ex-works.
A handling fee of € 35,- is added to every order with a total value less than € 500,- (net, excl. VAT).

For accessories such as capacitors  see the table of contents.

Pressure over air flow at 50Hz

n [rpm] P1 [W] I [A]

(1) 2610 190 0.32

(2) 2535 220 0.35
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AC axial fan

A series

A2D300

Specific drawing

Connection illustration
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AC axial fan

A series

A2D300

- Guard grille material: Steel, phosphated and coated in black plastic
- Wall ring material: Sheet steel, pre-galvanised and coated in black plastic
- Blade material: Sheet steel, coated in black
- Rotor material: Coated in black
- Number of blades: 5
- Direction of rotation: Clockwise, seen on rotor
- Type of protection: IP 44
- Insulation class: 'B'
- Mounting position: Shaft horizontal or rotor on bottom; rotor on top on request
- Condensate discharges: Rotor side
- Mode of operation: Continuous operation (S1)
- Bearings: Maintenance-free ball bearings
- Motor protection: Without TOP
- Cable exit: Lateral
- Protection class: I
- Product conforming to standards: EN 60335-1
- Approvals: CCC

Nominal data V
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Type Motor VAC Hz m3/h rpm W A uF/V dB(A) Pa C kg

A2D300-AD02-02 M2D068EC 230/400 50 2760 2650 180 0.54/0.31 -- 76 0 -25..+60 2.7

Subject to modification

Pricing

Quantities

Product Code 1-4 5-9 10-14

7123628 153,70 133,66 120,29

All prices are printed in euro, excluding VAT (BTW). Orders are shipped ex-works.
A handling fee of € 35,- is added to every order with a total value less than € 500,- (net, excl. VAT).

For accessories such as capacitors  see the table of contents.

Pressure over air flow at 50Hz

n [rpm] P1 [W] I [A]

(1) 2610 190 0.32

(2) 2535 220 0.35
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AC axial fan

A series

A2D300

Specific drawing

Connection illustration
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AC axial fan

A series

A2E300

- Guard grille material: Steel, phosphated and coated in black plastic
- Wall ring material: Sheet steel, pre-galvanised and coated in black plastic
- Blade material: Sheet steel, coated in black
- Rotor material: Coated in black
- Number of blades: 5
- Direction of rotation: Counter-clockwise, seen on rotor
- Type of protection: IP 44
- Insulation class: 'B'
- Mounting position: Shaft horizontal or rotor on bottom; rotor on top on request
- Condensate discharges: Rotor side
- Mode of operation: Continuous operation (S1)
- Bearings: Maintenance-free ball bearings
- Motor protection: TOP wired internally
- Cable exit: Variable
- Protection class: I
- Product conforming to standards: EN 60335-1, CE
- Approvals: CCC, GOST

Nominal data V
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Type Motor VAC Hz m3/h rpm W A uF/V dB(A) Pa C kg

A2E300-AC47-01 M2E068EC 230 50 2440 2650 140 0.62 5.0/400 75 0 -25..+55 2.5

Subject to modification

Pricing

Quantities

Product Code 1-4 5-9 10-14

7123409 140,30 122,01 109,80

All prices are printed in euro, excluding VAT (BTW). Orders are shipped ex-works.
A handling fee of € 35,- is added to every order with a total value less than € 500,- (net, excl. VAT).

For accessories such as capacitors  see the table of contents.

Pressure over air flow at 50Hz

n [rpm] P1 [W] I [A]

(1) 2600 149 0.66

(2) 2530 162 0.71

Page 102 of 203Prices current on March 30, 2010



AC axial fan

A series

A2E300

Specific drawing

Connection illustration

Page 103 of 203Prices current on March 30, 2010



AC axial fan

A series

A2E300

- Guard grille material: Steel, phosphated and coated in black plastic
- Wall ring material: Sheet steel, pre-galvanised and coated in black plastic
- Blade material: Sheet steel, coated in black
- Rotor material: Coated in black
- Number of blades: 5
- Direction of rotation: Clockwise, seen on rotor
- Type of protection: IP 44
- Insulation class: 'B'
- Mounting position: Shaft horizontal or rotor on bottom; rotor on top on request
- Condensate discharges: Rotor side
- Mode of operation: Continuous operation (S1)
- Bearings: Maintenance-free ball bearings
- Motor protection: TOP wired internally
- Cable exit: Variable
- Protection class: I
- Product conforming to standards: EN 60335-1, CE
- Approvals: CCC, GOST

Nominal data V
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Type Motor VAC Hz m3/h rpm W A uF/V dB(A) Pa C kg

A2E300-AC47-02 M2E068EC 230 50 2440 2650 140 0.62 5.0/400 75 0 -25..+55 2.5

Subject to modification

Pricing

Quantities

Product Code 1-4 5-9 10-14

7120144 140,30 122,01 109,80

All prices are printed in euro, excluding VAT (BTW). Orders are shipped ex-works.
A handling fee of € 35,- is added to every order with a total value less than € 500,- (net, excl. VAT).

For accessories such as capacitors  see the table of contents.

Pressure over air flow at 50Hz

n [rpm] P1 [W] I [A]

(1) 2600 149 0.66

(2) 2530 162 0.71
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AC axial fan

A series

A2E300

Specific drawing

Connection illustration
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AC axial fan

A series

W2E300

- Guard grille material: Steel, phosphated and coated in black plastic
- Wall ring material: Sheet steel, pre-galvanised and coated in black plastic
- Blade material: Sheet steel, coated in black
- Rotor material: Coated in black
- Number of blades: 5
- Direction of rotation: Clockwise, seen on rotor
- Type of protection: IP 44
- Insulation class: 'B'
- Mounting position: Shaft horizontal or rotor on bottom; rotor on top on request
- Condensate discharges: Rotor side
- Mode of operation: Continuous operation (S1)
- Bearings: Maintenance-free ball bearings
- Motor protection: TOP wired internally
- Cable exit: Variable
- Protection class: I
- Product conforming to standards: EN 60335-1, CE
- Approvals: CCC, GOST

Nominal data V
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Type Motor VAC Hz m3/h rpm W A uF/V dB(A) Pa C kg

W2E300-CC47-02 M2E068EC 230 50 2440 2650 140 0.62 5.0/400 75 0 -25..+55 2.5

Subject to modification

Pricing

Quantities

Product Code 1-4 5-9 10-14

7120671 181,30 157,66 141,89

All prices are printed in euro, excluding VAT (BTW). Orders are shipped ex-works.
A handling fee of € 35,- is added to every order with a total value less than € 500,- (net, excl. VAT).

For accessories such as capacitors  see the table of contents.

Pressure over air flow at 50Hz

n [rpm] P1 [W] I [A]

(1) 2600 149 0.66

(2) 2530 162 0.71
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AC axial fan

A series

W2E300

Specific drawing

Connection illustration
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AC axial fan

A series

A4E300

- Guard grille material: Steel, phosphated and coated in black plastic
- Wall ring material: Sheet steel, pre-galvanised and coated in black plastic
- Blade material: Sheet steel, coated in black
- Rotor material: Coated in black
- Number of blades: 5
- Direction of rotation: Clockwise, seen on rotor
- Type of protection: IP 44
- Insulation class: 'B'
- Mounting position: Shaft horizontal or rotor on bottom; rotor on top on request
- Condensate discharges: Rotor side
- Mode of operation: Continuous operation (S1)
- Bearings: Maintenance-free ball bearings
- Motor protection: TOP wired internally
- Cable exit: Variable
- Protection class: I
- Product conforming to standards: EN 60335-1, CE
- Approvals: CCC

Nominal data V
ol

ta
ge

F
re

qu
en

cy

A
ir 

flo
w

S
pe

ed

P
ow

er
 c

on
su

m
pt

io
n

C
ur

re
nt

 d
ra

w

C
ap

ac
ito

r 
ca

pa
ci

ty

S
ou

nd
 p

re
ss

ur
e 

le
ve

l

M
in

. b
ac

k 
pr

es
su

re

P
er

m
. a

m
b.

 te
m

p

W
ei

gh
t

Type Motor VAC Hz m3/h rpm W A uF/V dB(A) Pa C kg

A4E300-AA01-02 M4E068DF 230 50 1690 1350 95 0.44 3.0/400 65 0 -25..+45 2.3

Subject to modification

Pricing

Quantities

Product Code 1-4 5-9 10-14

7120929 126,70 110,18 99,16

All prices are printed in euro, excluding VAT (BTW). Orders are shipped ex-works.
A handling fee of € 35,- is added to every order with a total value less than € 500,- (net, excl. VAT).

For accessories such as capacitors  see the table of contents.

Pressure over air flow at 50Hz

n [rpm] P1 [W] I [A]

(1) 1345 96 0.43

(2) 1315 101 0.45
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AC axial fan

A series

A4E300

Specific drawing

Connection illustration
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AC axial fan

S series

S4E300

- Guard grille material: Steel, phosphated and coated in black plastic
- Wall ring material: Sheet steel, pre-galvanised and coated in black plastic
- Blade material: Sheet steel, coated in black
- Rotor material: Coated in black
- Number of blades: 5
- Direction of rotation: Counter-clockwise, seen on rotor
- Type of protection: IP 44
- Insulation class: 'B'
- Mounting position: Shaft horizontal or rotor on bottom; rotor on top on request
- Condensate discharges: Rotor side
- Mode of operation: Continuous operation (S1)
- Bearings: Maintenance-free ball bearings
- Motor protection: TOP wired internally
- Cable exit: Variable
- Protection class: I
- Product conforming to standards: EN 60335-1, CE
- Approvals: CCC, GOST

Nominal data V
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Type Motor VAC Hz m3/h rpm W A uF/V dB(A) Pa C kg

S4E300-AP26-30 M4E068CF 230 50 1740 1400 68 0.30 2.0/400 59 0 -25..+60 1.9

Subject to modification

Pricing

Quantities

Product Code 1-4 5-9 10-14

S800668 128,00 111,31 100,17

All prices are printed in euro, excluding VAT (BTW). Orders are shipped ex-works.
A handling fee of € 35,- is added to every order with a total value less than € 500,- (net, excl. VAT).

For accessories such as capacitors  see the table of contents.

Pressure over air flow at 50Hz

n [rpm] P1 [W] I [A]

(1) 1390 72 0.32

(2) 1290 88 0.39
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AC axial fan

S series

S4E300

Specific drawing

Connection illustration
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AC axial fan

S series

S4E300

- Guard grille material: Steel, phosphated and coated in black plastic
- Wall ring material: Sheet steel, pre-galvanised and coated in black plastic
- Blade material: Sheet steel, coated in black
- Rotor material: Coated in black
- Number of blades: 5
- Direction of rotation: Clockwise, seen on rotor
- Type of protection: IP 44
- Insulation class: 'B'
- Mounting position: Shaft horizontal or rotor on bottom; rotor on top on request
- Condensate discharges: Rotor side
- Mode of operation: Continuous operation (S1)
- Bearings: Maintenance-free ball bearings
- Motor protection: TOP wired internally
- Cable exit: Variable
- Protection class: I
- Product conforming to standards: EN 60335-1, CE
- Approvals: CCC, GOST

Nominal data V
ol

ta
ge

F
re

qu
en

cy

A
ir 

flo
w

S
pe

ed

P
ow

er
 c

on
su

m
pt

io
n

C
ur

re
nt

 d
ra

w

C
ap

ac
ito

r 
ca

pa
ci

ty

S
ou

nd
 p

re
ss

ur
e 

le
ve

l

M
in

. b
ac

k 
pr

es
su

re

P
er

m
. a

m
b.

 te
m

p

W
ei

gh
t

Type Motor VAC Hz m3/h rpm W A uF/V dB(A) Pa C kg

S4E300-AP26-31 M4E068CF 230 50 1740 1400 68 0.30 2.0/400 59 0 -25..+60 1.9

Subject to modification

Pricing

Quantities

Product Code 1-4 5-9 10-14

S800546 128,00 111,31 100,17

All prices are printed in euro, excluding VAT (BTW). Orders are shipped ex-works.
A handling fee of € 35,- is added to every order with a total value less than € 500,- (net, excl. VAT).

For accessories such as capacitors  see the table of contents.

Pressure over air flow at 50Hz

n [rpm] P1 [W] I [A]

(1) 1390 72 0.32

(2) 1290 88 0.39
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AC axial fan

S series

S4E300

Specific drawing

Connection illustration
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AC axial fan

S series

S4E350

- Guard grille material: Steel, phosphated and coated in black plastic
- Wall ring material: Sheet steel, pre-galvanised and coated in black plastic
- Blade material: Sheet steel, coated in black
- Rotor material: Coated in black
- Number of blades: 5
- Direction of rotation: Counter-clockwise, seen on rotor
- Type of protection: IP 44
- Insulation class: 'F'
- Mounting position: Shaft horizontal or rotor on bottom; rotor on top on request
- Condensate discharges: Rotor side
- Mode of operation: Continuous operation (S1)
- Bearings: Maintenance-free ball bearings
- Motor protection: TOP wired internally
- Cable exit: Axial
- Protection class: I
- Product conforming to standards: EN 60335-1, CE

Nominal data V
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Type Motor VAC Hz m3/h rpm W A uF/V dB(A) Pa C kg

S4E350-AR06-30 M4E068EC 230 50 3250 1365 132 0.58 5.0/400 64 0 -25..+60 3.6

Subject to modification

Pricing

Quantities

Product Code 1-4 5-9 10-14

S803682 148,00 128,70 115,83

All prices are printed in euro, excluding VAT (BTW). Orders are shipped ex-works.
A handling fee of € 35,- is added to every order with a total value less than € 500,- (net, excl. VAT).

For accessories such as capacitors  see the table of contents.

Pressure over air flow at 50Hz

n [rpm] P1 [W] I [A]

(1) 1335 142 0.63

(2) 1260 166 0.74

Page 114 of 203Prices current on March 30, 2010



AC axial fan

S series

S4E350

Specific drawing

Connection illustration

Page 115 of 203Prices current on March 30, 2010



AC axial fan

S series

S4E350

- Guard grille material: Steel, phosphated and coated in black plastic
- Wall ring material: Sheet steel, pre-galvanised and coated in black plastic
- Blade material: Sheet steel, coated in black
- Rotor material: Coated in black
- Number of blades: 5
- Direction of rotation: Clockwise, seen on rotor
- Type of protection: IP 44
- Insulation class: 'F'
- Mounting position: Shaft horizontal or rotor on bottom; rotor on top on request
- Condensate discharges: Rotor side
- Mode of operation: Continuous operation (S1)
- Bearings: Maintenance-free ball bearings
- Motor protection: TOP wired internally
- Cable exit: Axial
- Protection class: I
- Product conforming to standards: EN 60335-1, CE

Nominal data V
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Type Motor VAC Hz m3/h rpm W A uF/V dB(A) Pa C kg

S4E350-AR06-31 M4E068EC 230 50 3250 1365 132 0.58 5.0/400 64 0 -25..+60 3.6

Subject to modification

Pricing

Quantities

Product Code 1-4 5-9 10-14

S801045. 147,80 128,53 115,67

All prices are printed in euro, excluding VAT (BTW). Orders are shipped ex-works.
A handling fee of € 35,- is added to every order with a total value less than € 500,- (net, excl. VAT).

For accessories such as capacitors  see the table of contents.

Pressure over air flow at 50Hz

n [rpm] P1 [W] I [A]

(1) 1335 142 0.63

(2) 1260 166 0.74
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AC axial fan

S series

S4E350

Specific drawing

Connection illustration
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AC axial fan

S series

S4E400

- Guard grille material: Steel, phosphated and coated in black plastic
- Wall ring material: Sheet steel, pre-galvanised and coated in black plastic
- Blade material: Sheet steel, coated in black
- Rotor material: Coated in black
- Number of blades: 5
- Direction of rotation: Counter-clockwise, seen on rotor
- Type of protection: IP 44
- Insulation class: 'B'
- Mounting position: Shaft horizontal or rotor on bottom; rotor on top on request
- Condensate discharges: Rotor side
- Mode of operation: Continuous operation (S1)
- Bearings: Maintenance-free ball bearings
- Motor protection: TOP wired internally
- Cable exit: Variable
- Protection class: I
- Product conforming to standards: EN 60335-1, CE
- Approvals: CCC
- Options: Terminal box
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Type Motor VAC Hz m3/h rpm W A uF/V dB(A) Pa C kg

A4E400-AP02-03 M4E074EI 230 50 4235 1430 160 0.73 6.0/400 69 0 -25..+40 4.2

Subject to modification

Pricing

Quantities

Product Code 1-4 5-9 10-14

S801253 169,50 147,40 132,65

All prices are printed in euro, excluding VAT (BTW). Orders are shipped ex-works.
A handling fee of € 35,- is added to every order with a total value less than € 500,- (net, excl. VAT).

For accessories such as capacitors  see the table of contents.

Pressure over air flow at 50Hz

n [rpm] P1 [W] I [A]

(1) 1430 172 0.78

(2) 1395 210 0.93
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AC axial fan

S series

S4E400

Specific drawing

Connection illustration
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AC axial fan

S series

S4E400

- Guard grille material: Steel, phosphated and coated in black plastic
- Wall ring material: Sheet steel, pre-galvanised and coated in black plastic
- Blade material: Sheet steel, coated in black
- Rotor material: Coated in black
- Number of blades: 5
- Direction of rotation: Clockwise, seen on rotor
- Type of protection: IP 44
- Insulation class: 'B'
- Mounting position: Shaft horizontal or rotor on bottom; rotor on top on request
- Condensate discharges: Rotor side
- Mode of operation: Continuous operation (S1)
- Bearings: Maintenance-free ball bearings
- Motor protection: TOP wired internally
- Cable exit: Variable
- Protection class: I
- Product conforming to standards: EN 60335-1, CE
- Approvals: CCC
- Options: Terminal box

Nominal data V
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Type Motor VAC Hz m3/h rpm W A uF/V dB(A) Pa C kg

A4E400-AP02-04 M4E074EI 230 50 4235 1430 160 0.73 6.0/400 69 0 -25..+40 4.2

Subject to modification

Pricing

Quantities

Product Code 1-4 5-9 10-14

S800197 169,50 147,40 132,65

All prices are printed in euro, excluding VAT (BTW). Orders are shipped ex-works.
A handling fee of € 35,- is added to every order with a total value less than € 500,- (net, excl. VAT).

For accessories such as capacitors  see the table of contents.

Pressure over air flow at 50Hz

n [rpm] P1 [W] I [A]

(1) 1430 172 0.78

(2) 1395 210 0.93
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AC axial fan

S series

S4E400

Specific drawing

Connection illustration
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AC axial fan

S series

S4E450

- Guard grille material: Steel, phosphated and coated in black plastic
- Wall ring material: Sheet steel, pre-galvanised and coated in black plastic
- Blade material: Sheet steel, coated in black
- Rotor material: Coated in black
- Number of blades: 5
- Direction of rotation: Counter-clockwise, seen on rotor
- Type of protection: IP 44
- Insulation class: 'F'
- Mounting position: Shaft horizontal or rotor on bottom; rotor on top on request
- Condensate discharges: Rotor side
- Mode of operation: Continuous operation (S1)
- Bearings: Maintenance-free ball bearings
- Motor protection: TOP wired internally
- Cable exit: Variable
- Protection class: I
- Product conforming to standards: EN 60335-1, CE
- Approvals: CCC
- Options: Terminal box

Nominal data V
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Type Motor VAC Hz m3/h rpm W A uF/V dB(A) Pa C kg

S4E450-AP01-01 M4E074GA 230 50 5800 1400 245 1.10 8.0/400 73 0 -- 5.0

Subject to modification

Pricing

Quantities

Product Code 1-4 5-9 10-14

S800747 199,80 173,75 156,36

All prices are printed in euro, excluding VAT (BTW). Orders are shipped ex-works.
A handling fee of € 35,- is added to every order with a total value less than € 500,- (net, excl. VAT).

For accessories such as capacitors  see the table of contents.

Pressure over air flow at 50Hz

n [rpm] P1 [W] I [A]

(1) 1390 258 --

(2) 1360 292 --
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AC axial fan

S series

S4E450

Specific drawing

Connection illustration
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Tangential fans

QLZ06

QLZ06/1800

- Standard product line, impeller diameter 60mm
- Horizontal or vertical mounting position with motor at the bottom
- Permissible ambient temperature 0-60C
- Insulation class B, class F or H on request

Nominal data V
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Type Motor VAC Hz m3/h rpm W A uF/V dB(A) Pa C kg

QLZ06/1800-2524 -- 230 50 150 1800 33 0.24 -- -- 0 -- 1.0

Subject to modification

Pricing

Quantities

Product Code 1-4 5-9 10-14

7310794 73,80 66,94 60,34

All prices are printed in euro, excluding VAT (BTW). Orders are shipped ex-works.
A handling fee of € 35,- is added to every order with a total value less than € 500,- (net, excl. VAT).

For accessories such as capacitors  see the table of contents.

Pressure over air flow at 50Hz
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Tangential fans

QLZ06

QLZ06/1800

Specific drawing
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Tangential fans

QLZ06

QLZ06/1818

- Standard product line, impeller diameter 60mm
- Horizontal mounting position
- Permissible ambient temperature 0-60C
- Insulation class B, class F or H on request

Nominal data V
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Type Motor VAC Hz m3/h rpm W A uF/V dB(A) Pa C kg

QLZ06/1818-3030L -- 230 50 250 1550 45 0.4 -- -- 0 -- 2.0

Subject to modification

Pricing

Quantities

Product Code 1-4 5-9 10-14

7310796 133,40 120,99 109,07

All prices are printed in euro, excluding VAT (BTW). Orders are shipped ex-works.
A handling fee of € 35,- is added to every order with a total value less than € 500,- (net, excl. VAT).

For accessories such as capacitors  see the table of contents.

Pressure over air flow at 50Hz
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Tangential fans

QLZ06

QLZ06/1818

Specific drawing
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AC axial fan

Series 8000 N 80 x 80 x 38 mm

8550N

- AC fans with external rotor shaded-pole motor. Impedance protected against overloading.
- Metal fan housing and impeller.
- Air exhaust over struts. Rotational direction CW looking at rotor.
- Electrical connection via 2 leads. Stripped and tinned ends.
- Fan housing with ground lug for screw M4 x 8 (TORX).
- Mass 490 g.

Nominal data V
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Type Motor VAC Hz m3/h rpm W A uF/V dB(A) Pa C kg

8550N -- 230 50 50 2700 12 -- -- 30 -- -10..+70 0.49

Subject to modification

Pricing

Quantities

Product Code 1-4 5-9 10-14

7185036 32,60 28,36 24,12

All prices are printed in euro, excluding VAT (BTW). Orders are shipped ex-works.
A handling fee of € 35,- is added to every order with a total value less than € 500,- (net, excl. VAT).

For accessories such as capacitors  see the table of contents.

Pressure over air flow at 50Hz
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AC axial fan

Series 8000 N 80 x 80 x 38 mm

8550N

Specific drawing
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AC axial fan

Series 8000 N 80 x 80 x 38 mm

8556N

- AC fans with external rotor shaded-pole motor. Impedance protected against overloading.
- Metal fan housing and impeller.
- Air exhaust over struts. Rotational direction CW looking at rotor.
- Electrical connection via 2 leads. Stripped and tinned ends.
- Fan housing with ground lug for screw M4 x 8 (TORX).
- Maintenance-free ball bearings.
- Mass 490 g.

Nominal data V
ol

ta
ge

F
re

qu
en

cy

A
ir 

flo
w

S
pe

ed

P
ow

er
 c

on
su

m
pt

io
n

C
ur

re
nt

 d
ra

w

C
ap

ac
ito

r 
ca

pa
ci

ty

S
ou

nd
 p

re
ss

ur
e 

le
ve

l

M
in

. b
ac

k 
pr

es
su

re

P
er

m
. a

m
b.

 te
m

p

W
ei

gh
t

Type Motor VAC Hz m3/h rpm W A uF/V dB(A) Pa C kg

8556N-696 -- 230 50 50 2800 12 -- -- 31 -- -40..+90 0.49

Subject to modification

Pricing

Quantities

Product Code 1-4 5-9 10-14

7185038 39,10 34,02 28,93

All prices are printed in euro, excluding VAT (BTW). Orders are shipped ex-works.
A handling fee of € 35,- is added to every order with a total value less than € 500,- (net, excl. VAT).

For accessories such as capacitors  see the table of contents.

Pressure over air flow at 50Hz
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AC axial fan

Series 8000 N 80 x 80 x 38 mm

8556N

Specific drawing
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AC axial fan

Series 3000 92 x 92 x 38 mm

3656

- AC fans with external rotor shaded-pole motor. Impedance protected against overloading.
- Metal fan housing and impeller.
- Air exhaust over struts. Rotational direction CW looking at rotor.
- Electrical connection via 2 leads. Stripped and tinned ends.
- Fan housing with ground lug and screw M4 x 8 (TORX).
- Mass 420 g.

Nominal data V
ol

ta
ge

F
re

qu
en

cy

A
ir 

flo
w

S
pe

ed

P
ow

er
 c

on
su

m
pt

io
n

C
ur

re
nt

 d
ra

w

C
ap

ac
ito

r 
ca

pa
ci

ty

S
ou

nd
 p

re
ss

ur
e 

le
ve

l

M
in

. b
ac

k 
pr

es
su

re

P
er

m
. a

m
b.

 te
m

p

W
ei

gh
t

Type Motor VAC Hz m3/h rpm W A uF/V dB(A) Pa C kg

3656 -- 230 50 75 2700 12 -- -- 37 -- -40..+75 0.42

Subject to modification

Pricing

Quantities

Product Code 1-4 5-9 10-14

7185401 47,10 40,98 34,85

All prices are printed in euro, excluding VAT (BTW). Orders are shipped ex-works.
A handling fee of € 35,- is added to every order with a total value less than € 500,- (net, excl. VAT).

For accessories such as capacitors  see the table of contents.

Pressure over air flow at 50Hz
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AC axial fan

Series 3000 92 x 92 x 38 mm

3656

Specific drawing
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AC axial fan

Series 3900 92 x 92 x 25 mm

3956

- AC fans with internal rotor shaded-pole motor. Impedance protected against overloading.
- Metal fan housing, impeller of mineral-reinforced plastic PA.
- Air exhaust over struts. Rotational direction CCW looking at rotor.
- Electrical connection via 2 flat pins 2.8 x 0.5 mm.
- Fan housing with ground lug for screw M4.
- Mass 280 g.

Nominal data V
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Type Motor VAC Hz m3/h rpm W A uF/V dB(A) Pa C kg

3956 -- 230 50 59 2650 11 -- -- 35 -- -40..+80 0.28

Subject to modification

Pricing

Quantities

Product Code 1-4 5-9 10-14

7185090 32,30 28,10 23,90

All prices are printed in euro, excluding VAT (BTW). Orders are shipped ex-works.
A handling fee of € 35,- is added to every order with a total value less than € 500,- (net, excl. VAT).

For accessories such as capacitors  see the table of contents.

Pressure over air flow at 50Hz
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AC axial fan

Series 3900 92 x 92 x 25 mm

3956

Specific drawing
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AC axial fan

Series 9900 119 x 119 x 25 mm

9956

- AC fans with external rotor shaded-pole motor. Protected against overloading by thermal cutout.
- Metal fan housing and impeller.
- Air exhaust over struts. Rotational direction CCW looking at rotor.
- Electrical connection via 2 flat pins 2.8 x 0.5 mm.
- Fan housing with ground lug for screw M4 x 8 (TORX).
- Mass 800 g.

Nominal data V
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Type Motor VAC Hz m3/h rpm W A uF/V dB(A) Pa C kg

9956 -- 230 50 117 2450 14 -- -- 37 -- -40..+70 0.8

Subject to modification

Pricing

Quantities

Product Code 1-4 5-9 10-14

S800359 32,70 28,45 24,20

All prices are printed in euro, excluding VAT (BTW). Orders are shipped ex-works.
A handling fee of € 35,- is added to every order with a total value less than € 500,- (net, excl. VAT).

For accessories such as capacitors  see the table of contents.

Pressure over air flow at 50Hz
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AC axial fan

Series 9900 119 x 119 x 25 mm

9956

Specific drawing
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AC axial fan

Series 4000 N 119 x 119 x 38 mm

4550N

- AC fans with external rotor shaded-pole motor. Protected against overloading by thermal cutout.
- Metal fan housing and impeller.
- Air exhaust over struts. Rotational direction CCW looking at rotor.
- Electrical connection via 2 flat pins 2.8 x 0.5 mm.
- Fan housing with ground lug for screw M4 x 8 (TORX).
- Mass 800 g.

Nominal data V
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Type Motor VAC Hz m3/h rpm W A uF/V dB(A) Pa C kg

4550N -- 230 50 145 2550 16.5 -- -- 44 -- -10..+55 0.55

Subject to modification

Pricing

Quantities

Product Code 1-4 5-9 10-14

7185003 32,40 28,19 23,98

All prices are printed in euro, excluding VAT (BTW). Orders are shipped ex-works.
A handling fee of € 35,- is added to every order with a total value less than € 500,- (net, excl. VAT).

For accessories such as capacitors  see the table of contents.

Pressure over air flow at 50Hz
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AC axial fan

Series 4000 N 119 x 119 x 38 mm

4550N

Specific drawing
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AC axial fan

Series 4000 N 119 x 119 x 38 mm

4650Z

- AC fans with external rotor shaded-pole motor. Impedance protected against overloading.
- Metal fan housing and impeller.
- Air intake over struts. Rotational direction CW looking at rotor.
- Electrical connection via 2 flat pins 3.0 x 0.5 mm.
- Fan housing with ground lug for screw M4 and UNC.
- Mass 550 g.

Nominal data V
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Type Motor VAC Hz m3/h rpm W A uF/V dB(A) Pa C kg

4650Z-854 -- 230 50 160 2650 19 -- -- 46 -- -10..+55 0.55

Subject to modification

Pricing

Quantities

Product Code 1-4 5-9 10-14

7185333 32,40 28,19 23,98

All prices are printed in euro, excluding VAT (BTW). Orders are shipped ex-works.
A handling fee of € 35,- is added to every order with a total value less than € 500,- (net, excl. VAT).

For accessories such as capacitors  see the table of contents.

Pressure over air flow at 50Hz
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AC axial fan

Series 4000 N 119 x 119 x 38 mm

4650Z

Specific drawing
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AC axial fan

Series 4000 N 119 x 119 x 38 mm

4656N

- AC fans with external rotor shaded-pole motor. Impedance protected against overloading.
- Metal fan housing and impeller.
- Air intake over struts. Rotational direction CW looking at rotor.
- Electrical connection via 2 flat pins 3.0 x 0.5 mm.
- Fan housing with ground lug for screw M4 and UNC.
- Mass 550 g.

Nominal data V
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Type Motor VAC Hz m3/h rpm W A uF/V dB(A) Pa C kg

4656N -- 230 50 160 2650 19 -- -- 47 -- -40..+85 0.55

Subject to modification

Pricing

Quantities

Product Code 1-4 5-9 10-14

S800159 44,30 38,54 32,78

All prices are printed in euro, excluding VAT (BTW). Orders are shipped ex-works.
A handling fee of € 35,- is added to every order with a total value less than € 500,- (net, excl. VAT).

For accessories such as capacitors  see the table of contents.

Pressure over air flow at 50Hz
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AC axial fan

Series 4000 N 119 x 119 x 38 mm

4656N

Specific drawing
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AC axial fan

Series 4000 N 119 x 119 x 38 mm

4600N

- AC fans with external rotor shaded-pole motor. Impedance protected against overloading.
- Metal fan housing and impeller.
- Air intake over struts. Rotational direction CW looking at rotor.
- Electrical connection via 2 flat pins 3.0 x 0.5 mm.
- Fan housing with ground lug for screw M4 and UNC.
- Mass 550 g.

Nominal data V
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Type Motor VAC Hz m3/h rpm W A uF/V dB(A) Pa C kg

4600N -- 230 50 180 3100 18 -- -- 50 -- -10..+60 0.55

Subject to modification

Pricing

Quantities

Product Code 1-4 5-9 10-14

S800815 32,40 28,19 23,98

All prices are printed in euro, excluding VAT (BTW). Orders are shipped ex-works.
A handling fee of € 35,- is added to every order with a total value less than € 500,- (net, excl. VAT).

For accessories such as capacitors  see the table of contents.

Pressure over air flow at 50Hz
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AC axial fan

Series 4000 N 119 x 119 x 38 mm

4600N

Specific drawing
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AC axial fan

Series 4000 N 119 x 119 x 38 mm

4606N

- AC fans with external rotor shaded-pole motor. Impedance protected against overloading.
- Metal fan housing and impeller.
- Air intake over struts. Rotational direction CW looking at rotor.
- Electrical connection via 2 flat pins 3.0 x 0.5 mm.
- Fan housing with ground lug for screw M4 and UNC.
- Mass 550 g.

Nominal data V
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Type Motor VAC Hz m3/h rpm W A uF/V dB(A) Pa C kg

4606N -- 230 50 180 3100 18 -- -- 51 -- -40..+90 0.55

Subject to modification

Pricing

Quantities

Product Code 1-4 5-9 10-14

7185336 44,30 38,54 32,78

All prices are printed in euro, excluding VAT (BTW). Orders are shipped ex-works.
A handling fee of € 35,- is added to every order with a total value less than € 500,- (net, excl. VAT).

For accessories such as capacitors  see the table of contents.

Pressure over air flow at 50Hz
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AC axial fan

Series 4000 N 119 x 119 x 38 mm

4606N

Specific drawing
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AC axial fan

Series 4000 N 119 x 119 x 38 mm

4850N

- AC fans with external rotor shaded-pole motor. Impedance protected against overloading.
- Metal fan housing and impeller.
- Air intake over struts. Rotational direction CW looking at rotor.
- Electrical connection via 2 flat pins 3.0 x 0.5 mm.
- Fan housing with ground lug for screw M4 and UNC.
- Mass 550 g.

Nominal data V
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Type Motor VAC Hz m3/h rpm W A uF/V dB(A) Pa C kg

4850N -- 230 50 100 1800 10 -- -- 32 -- -10..+70 0.55

Subject to modification

Pricing

Quantities

Product Code 1-4 5-9 10-14

7185028 34,20 29,75 25,31

All prices are printed in euro, excluding VAT (BTW). Orders are shipped ex-works.
A handling fee of € 35,- is added to every order with a total value less than € 500,- (net, excl. VAT).

For accessories such as capacitors  see the table of contents.

Pressure over air flow at 50Hz
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AC axial fan

Series 4000 N 119 x 119 x 38 mm

4850N

Specific drawing
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AC axial fan

Series 4000 N 119 x 119 x 38 mm

4890N

- AC fans with external rotor shaded-pole motor. Impedance protected against overloading.
- Metal fan housing and impeller.
- Air intake over struts. Rotational direction CW looking at rotor.
- Electrical connection via 2 flat pins 3.0 x 0.5 mm.
- Fan housing with ground lug for screw M4 and UNC.
- Mass 550 g.

Nominal data V
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Type Motor VAC Hz m3/h rpm W A uF/V dB(A) Pa C kg

4890N -- 230 50 80 1550 11 -- -- 25 -- -10..+70 0.55

Subject to modification

Pricing

Quantities

Product Code 1-4 5-9 10-14

S800011 34,20 29,75 25,31

All prices are printed in euro, excluding VAT (BTW). Orders are shipped ex-works.
A handling fee of € 35,- is added to every order with a total value less than € 500,- (net, excl. VAT).

For accessories such as capacitors  see the table of contents.

Pressure over air flow at 50Hz
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AC axial fan

Series 4000 N 119 x 119 x 38 mm

4890N

Specific drawing
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AC axial fan

Series 4600 TA 113 x 37 mm

4656TA

- AC fans with external rotor shaded-pole motor. Impedance protected against overloading.
- Impeller and mounting bracket of metal.
- Air intake over mounting bracket. Rotational direction CW looking at rotor.
- Electrical connection via 2 leads. Stripped and tinned ends.
- Mass 430 g.

Nominal data V
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Type Motor VAC Hz m3/h rpm W A uF/V dB(A) Pa C kg

4656TA -- 230 50 138 2550 19 -- -- 42 -- -40..+75 0.43

Subject to modification

Pricing

Quantities

Product Code 1-4 5-9 10-14

S800432 44,30 38,54 32,78

All prices are printed in euro, excluding VAT (BTW). Orders are shipped ex-works.
A handling fee of € 35,- is added to every order with a total value less than € 500,- (net, excl. VAT).

For accessories such as capacitors  see the table of contents.
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AC axial fan

Series 4600 TA 113 x 37 mm

4656TA

Specific drawing
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AC axial fan

Series 4600 TZ 108 x 37 mm

4656TZ

- AC fans with external rotor shaded-pole motor. Impedance protected against overloading.
- Impeller and mounting bracket of metal.
- Air exhaust over struts. Rotational direction CW looking at rotor.
- Electrical connection via 2 leads. Stripped and tinned ends.
- Mass 430 g.

Nominal data V
ol

ta
ge

F
re

qu
en

cy

A
ir 

flo
w

S
pe

ed

P
ow

er
 c

on
su

m
pt

io
n

C
ur

re
nt

 d
ra

w

C
ap

ac
ito

r 
ca

pa
ci

ty

S
ou

nd
 p

re
ss

ur
e 

le
ve

l

M
in

. b
ac

k 
pr

es
su

re

P
er

m
. a

m
b.

 te
m

p

W
ei

gh
t

Type Motor VAC Hz m3/h rpm W A uF/V dB(A) Pa C kg

4656TZ -- 230 50 125 2600 19 -- -- 42 -- -40..+65 0.43

Subject to modification

Pricing

Quantities

Product Code 1-4 5-9 10-14

7185353 44,30 38,54 32,78

All prices are printed in euro, excluding VAT (BTW). Orders are shipped ex-works.
A handling fee of € 35,- is added to every order with a total value less than € 500,- (net, excl. VAT).

For accessories such as capacitors  see the table of contents.
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AC axial fan

Series 4600 TZ 108 x 37 mm

4656TZ

Specific drawing
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AC axial fan

Series 5900 127 x 127 x 38 mm

5958

- AC fans with internal rotor shaded-pole motor. Impedance protected against overloading.
- Metal fan housing and impeller of fibreglass reinforced plastic PA.
- Air exhaust over struts. Rotational direction CCW looking at rotor.
- Electrical connection via 2 flat pins 2.8 x 0.8 mm.
- Fan housing with ground lug for screw M4 x 6.
- Mass 570 g.

Nominal data V
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Type Motor VAC Hz m3/h rpm W A uF/V dB(A) Pa C kg

5958 -- 230 50 180 2750 18 -- -- 44 -- -30..+60 0.57

Subject to modification

Pricing

Quantities

Product Code 1-4 5-9 10-14

S802069 43,90 38,19 32,49

All prices are printed in euro, excluding VAT (BTW). Orders are shipped ex-works.
A handling fee of € 35,- is added to every order with a total value less than € 500,- (net, excl. VAT).

For accessories such as capacitors  see the table of contents.

Pressure over air flow at 50Hz
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AC axial fan

Series 5900 127 x 127 x 38 mm

5958

Specific drawing
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AC axial fan

Series 5600 135 x 135 x 38 mm

5656S

- AC fans with external rotor shaded-pole motor. Protected against overloading by thermal cutout.
- Metal fan housing and impeller.
- Air exhaust over struts. Rotational direction CCW looking at rotor.
- Electrical connection via 2 flat pins 2.8 x 0.5 mm.
- Fan housing with ground lug for screw M4 x 8 (TORX).
- Mass 800 g.

Nominal data V
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Type Motor VAC Hz m3/h rpm W A uF/V dB(A) Pa C kg

5656S -- 230 50 235 2700 30 -- -- 46 -- -35..+70 0.8

Subject to modification

Pricing

Quantities

Product Code 1-4 5-9 10-14

S801319 72,40 62,99 53,58

All prices are printed in euro, excluding VAT (BTW). Orders are shipped ex-works.
A handling fee of € 35,- is added to every order with a total value less than € 500,- (net, excl. VAT).

For accessories such as capacitors  see the table of contents.

Pressure over air flow at 50Hz
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AC axial fan

Series 5600 135 x 135 x 38 mm

5656S

Specific drawing
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AC axial fan

Series 7000 150 x 172 x 38 mm

7056ES

- AC fans with external rotor capacitor motor.
Protected against overloading by integrated thermal cutout.
- Metal fan housing and impeller.
- Air exhaust over struts. Rotational direction CCW looking at rotor.
- Electrical connection via 2 flat pins 2.8 x 0.5 mm.
- Fan housing with ground lug for screw M4 x 6.
- Mass 900 g.

Nominal data V
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Type Motor VAC Hz m3/h rpm W A uF/V dB(A) Pa C kg

7056ES -- 230 50 330 2800 29 -- -- 52 -- -30..+65 0.9

Subject to modification

Pricing

Quantities

Product Code 1-4 5-9 10-14

S800430 83,90 72,99 62,09

All prices are printed in euro, excluding VAT (BTW). Orders are shipped ex-works.
A handling fee of € 35,- is added to every order with a total value less than € 500,- (net, excl. VAT).

For accessories such as capacitors  see the table of contents.

Pressure over air flow at 50Hz

Page 160 of 203Prices current on March 30, 2010



AC axial fan

Series 7000 150 x 172 x 38 mm

7056ES

Specific drawing
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DC axial fan

Series 400 40 x 40 x 20 mm

412

- DC fans with electronically commutated external rotor motor.
Fully integrated commutation electronics.
- With electronic protection against reverse polarity.
The fan only operates when the polarity is correct.
Impedance-protected locked rotor and overloading.
- Fan of fibreglass reinforced plastic. PBT housing, PA impeller.
- Air exhaust over struts. Rotational direction CCW looking at rotor.
- Electrical connection via 2 leads AWG 28, TR 64. Stripped and tinned ends.
- Mass 27g.

Nominal data A
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Type m3/h VDC VDC dB(A) W rpm C Hours Hours kg

412 10 12 10..14 18.0 0.9 6000 -20..+70 50000 20000 0.027

Subject to modification

Pricing

Quantities

Product Code 1-4 5-9 10-14

7185048 20,20 17,57 14,95

All prices are printed in euro, excluding VAT (BTW). Orders are shipped ex-works.
A handling fee of € 35,- is added to every order with a total value less than € 500,- (net, excl. VAT).

For accessories such as capacitors  see the table of contents.

Pressure over air flow

Page 162 of 203Prices current on March 30, 2010



DC axial fan

Series 400 40 x 40 x 20 mm

412

Specific drawing
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DC axial fan

Series 400 40 x 40 x 20 mm

414

- DC fans with electronically commutated external rotor motor.
Fully integrated commutation electronics.
- With electronic protection against reverse polarity.
The fan only operates when the polarity is correct.
Impedance-protected locked rotor and overloading.
- Fan of fibreglass reinforced plastic. PBT housing, PA impeller.
- Air exhaust over struts. Rotational direction CCW looking at rotor.
- Electrical connection via 2 leads AWG 28, TR 64. Stripped and tinned ends.
- Mass 27g.

Nominal data A
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Type m3/h VDC VDC dB(A) W rpm C Hours Hours kg

414 10 24 20..28 18.0 1.0 6000 -20..+70 50000 20000 0.027

Subject to modification

Pricing

Quantities

Product Code 1-4 5-9 10-14

7185049 20,20 17,57 14,95

All prices are printed in euro, excluding VAT (BTW). Orders are shipped ex-works.
A handling fee of € 35,- is added to every order with a total value less than € 500,- (net, excl. VAT).

For accessories such as capacitors  see the table of contents.

Pressure over air flow
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DC axial fan

Series 400 40 x 40 x 20 mm

414

Specific drawing
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DC axial fan

Series 600 60 x 60 x 25 mm

612

- DC fans with electronically commutated external rotor motor.
Fully integrated commutation electronics.
- With electronic protection against reverse polarity,
locked rotor and overloading by PTC-resistor;
partially impedance-protected.
- Fan of fibreglass reinforced plastic. PBTP housing, PA impeller.
- Air exhaust over struts. Rotational direction CW looking at rotor.
- Electrical connection via 2 leads AWG 22, TR 64. Stripped and tinned ends.
- Mass 85g.

Nominal data A
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Type m3/h VDC VDC dB(A) W rpm C Hours Hours kg

612 40 12 6..12 40.0 2.5 5300 -20..+65 70000 40000 0.080

Subject to modification

Pricing

Quantities

Product Code 1-4 5-9 10-14

7185044 31,30 27,23 23,16

All prices are printed in euro, excluding VAT (BTW). Orders are shipped ex-works.
A handling fee of € 35,- is added to every order with a total value less than € 500,- (net, excl. VAT).

For accessories such as capacitors  see the table of contents.

Pressure over air flow
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DC axial fan

Series 600 60 x 60 x 25 mm

612

Specific drawing
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DC axial fan

Series 600 60 x 60 x 25 mm

614

- DC fans with electronically commutated external rotor motor.
Fully integrated commutation electronics.
- With electronic protection against reverse polarity,
locked rotor and overloading by PTC-resistor;
partially impedance-protected.
- Fan of fibreglass reinforced plastic. PBTP housing, PA impeller.
- Air exhaust over struts. Rotational direction CW looking at rotor.
- Electrical connection via 2 leads AWG 22, TR 64. Stripped and tinned ends.
- Mass 85g.

Nominal data A
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Type m3/h VDC VDC dB(A) W rpm C Hours Hours kg

614 40 24 12..30 40.0 2.5 5300 -20..+65 70000 40000 0.080

Subject to modification

Pricing

Quantities

Product Code 1-4 5-9 10-14

7185052 31,30 27,23 23,16

All prices are printed in euro, excluding VAT (BTW). Orders are shipped ex-works.
A handling fee of € 35,- is added to every order with a total value less than € 500,- (net, excl. VAT).

For accessories such as capacitors  see the table of contents.

Pressure over air flow
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DC axial fan

Series 600 60 x 60 x 25 mm

614

Specific drawing
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DC axial fan

Series 600 F 60 x 60 x 15 mm

614F

- DC fans with electronically commutated external rotor motor.
Fully integrated commutation electronics.
- With electronic protection against reverse polarity.
The fan only operates when the polarity is correct.
Impedance-protected locked rotor and overloading.
- Fan of fibreglass reinforced plastic. PBT housing, PA impeller.
- Air exhaust over struts. Rotational direction CCW looking at rotor.
- Electrical connection via 2 leads AWG 28, TR 64. Stripped and tinned ends.
- Mass 30g.

Nominal data A
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Type m3/h VDC VDC dB(A) W rpm C Hours Hours kg

614F 29 24 21.6..26.4 27.0 1.1 3900 -20..+70 50000 20000 0.030

Subject to modification

Pricing

Quantities

Product Code 1-4 5-9 10-14

S800285 21,30 18,53 15,76

All prices are printed in euro, excluding VAT (BTW). Orders are shipped ex-works.
A handling fee of € 35,- is added to every order with a total value less than € 500,- (net, excl. VAT).

For accessories such as capacitors  see the table of contents.

Pressure over air flow
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DC axial fan

Series 600 F 60 x 60 x 15 mm

614F

Specific drawing
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DC axial fan

Series 8400 N 80 x 80 x 25 mm

8412N

- DC fans with electronically commutated external rotor motor.
Fully integrated commutation electronics.
- With electronic protection against reverse polarity,
locked rotor and overloading;
partially impedance-protected.
- Fan of fibreglass reinforced plastic. PBTP housing, PA impeller.
- Air exhaust over struts. Rotational direction CCW looking at rotor.
- Electrical connection via 2 leads AWG 28, TR 64. Stripped and tinned ends.
- Mass 95g.

Nominal data A
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Type m3/h VDC VDC dB(A) W rpm C Hours Hours kg

8412N 69 12 8..15 32.0 2.0 3100 -20..+70 70000 35000 0.095

Subject to modification

Pricing

Quantities

Product Code 1-4 5-9 10-14

7185061 21,60 18,79 15,98

All prices are printed in euro, excluding VAT (BTW). Orders are shipped ex-works.
A handling fee of € 35,- is added to every order with a total value less than € 500,- (net, excl. VAT).

For accessories such as capacitors  see the table of contents.

Pressure over air flow
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DC axial fan

Series 8400 N 80 x 80 x 25 mm

8412N

Specific drawing
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DC axial fan

Series 8400 N 80 x 80 x 25 mm

8414N

- DC fans with electronically commutated external rotor motor.
Fully integrated commutation electronics.
- With electronic protection against reverse polarity,
locked rotor and overloading;
partially impedance-protected.
- Fan of fibreglass reinforced plastic. PBTP housing, PA impeller.
- Air exhaust over struts. Rotational direction CCW looking at rotor.
- Electrical connection via 2 leads AWG 28, TR 64. Stripped and tinned ends.
- Mass 95g.

Nominal data A
ir 

flo
w

N
om

in
al

 v
ol

ta
ge

V
ol

ta
ge

 r
an

ge

S
ou

nd
 p

re
ss

ur
e 

le
ve

l

P
ow

er
 in

pu
t

N
om

in
al

 s
pe

ed

T
em

pe
ra

tu
re

 r
an

ge

S
er

vi
ce

 li
fe

 a
t 2

0C

S
er

vi
ce

 li
fe

 a
t 6

0C

W
ei

gh
t

Type m3/h VDC VDC dB(A) W rpm C Hours Hours kg

8414N 69 24 18..28 32.0 2.0 3100 -20..+70 70000 35000 0.095

Subject to modification

Pricing

Quantities

Product Code 1-4 5-9 10-14

7185077 21,60 18,79 15,98

All prices are printed in euro, excluding VAT (BTW). Orders are shipped ex-works.
A handling fee of € 35,- is added to every order with a total value less than € 500,- (net, excl. VAT).

For accessories such as capacitors  see the table of contents.

Pressure over air flow
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DC axial fan

Series 8400 N 80 x 80 x 25 mm

8414N

Specific drawing
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DC axial fan

Series 8300 80 x 80 x 32 mm

8314

- DC fans with electronically commutated external rotor motor.
Fully integrated commutation electronics.
- With electronic protection against reverse polarity,
locked rotor and overloading by PTC-resistor;
partially impedance-protected.
- Fan of fibreglass reinforced plastic. PBTP housing, PA impeller.
- Air exhaust over struts. Rotational direction CW looking at rotor.
- Electrical connection via 2 leads AWG 28, TR 64. Stripped and tinned ends.
- Mass 170g.
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Type m3/h VDC VDC dB(A) W rpm C Hours Hours kg

8314 54 24 12..28 36.0 2.5 3300 -20..+75 70000 30000 0.170

Subject to modification

Pricing

Quantities

Product Code 1-4 5-9 10-14

7185096 32,60 28,36 24,12

All prices are printed in euro, excluding VAT (BTW). Orders are shipped ex-works.
A handling fee of € 35,- is added to every order with a total value less than € 500,- (net, excl. VAT).

For accessories such as capacitors  see the table of contents.

Pressure over air flow
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DC axial fan

Series 8300 80 x 80 x 32 mm

8314

Specific drawing
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DC axial fan

Series 3400 N 92 x 92 x 25 mm

3412N

- DC fans with electronically commutated external rotor motor.
Fully integrated commutation electronics.
- With electronic protection against reverse polarity,
locked rotor and overloading;
partially impedance-protected.
- Fan of fibreglass reinforced plastic. PBTP housing, PA impeller.
- Air exhaust over struts. Rotational direction CCW looking at rotor.
- Electrical connection via 2 leads AWG 28, TR 64. Stripped and tinned ends.
- Mass 100g.
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Type m3/h VDC VDC dB(A) W rpm C Hours Hours kg

3412N 84 12 8..15 32.0 2.2 2700 -20..+70 70000 35000 0.100

Subject to modification

Pricing

Quantities

Product Code 1-4 5-9 10-14

7185087 27,50 23,93 20,35

All prices are printed in euro, excluding VAT (BTW). Orders are shipped ex-works.
A handling fee of € 35,- is added to every order with a total value less than € 500,- (net, excl. VAT).

For accessories such as capacitors  see the table of contents.

Pressure over air flow
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DC axial fan

Series 3400 N 92 x 92 x 25 mm

3412N

Specific drawing
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DC axial fan

Series 3400 N 92 x 92 x 25 mm

3414N

- DC fans with electronically commutated external rotor motor.
Fully integrated commutation electronics.
- With electronic protection against reverse polarity,
locked rotor and overloading;
partially impedance-protected.
- Fan of fibreglass reinforced plastic. PBTP housing, PA impeller.
- Air exhaust over struts. Rotational direction CCW looking at rotor.
- Electrical connection via 2 leads AWG 28, TR 64. Stripped and tinned ends.
- Mass 100g.

Nominal data A
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Type m3/h VDC VDC dB(A) W rpm C Hours Hours kg

3414 84 24 18..28 32.0 2.3 2700 -20..+70 70000 35000 0.100

Subject to modification

Pricing

Quantities

Product Code 1-4 5-9 10-14

S801965 27,40 23,84 20,28

All prices are printed in euro, excluding VAT (BTW). Orders are shipped ex-works.
A handling fee of € 35,- is added to every order with a total value less than € 500,- (net, excl. VAT).

For accessories such as capacitors  see the table of contents.

Pressure over air flow
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DC axial fan

Series 3400 N 92 x 92 x 25 mm

3414N

Specific drawing
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DC axial fan

Series 4100 N 119 x 119 x 38 mm

4184NX

- DC fans with electronically commutated external rotor motor.
Fully integrated commutation electronics.
- With electronic protection against reverse polarity,
locked rotor and overloading by PTC-resistor;
partially impedance-protected.
- Metal fan housing. Impeller of fibreglass-reinforced plastic PA.
Housing with ground lug M4 x 8 screws.
- Air exhaust over struts. Rotational direction CW looking at rotor.
- Electrical connection via 2 flat pins 2.8 x 0.5 mm.
- Mass 390g.

Nominal data A
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Type m3/h VDC VDC dB(A) W rpm C Hours Hours kg

4184NX 180 24 12..29 49.0 4.5 3200 -30..+75 85000 37500 0.390

Subject to modification

Pricing

Quantities

Product Code 1-4 5-9 10-14

7185701 57,40 49,94 42,48

All prices are printed in euro, excluding VAT (BTW). Orders are shipped ex-works.
A handling fee of € 35,- is added to every order with a total value less than € 500,- (net, excl. VAT).

For accessories such as capacitors  see the table of contents.

Pressure over air flow
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DC axial fan

Series 4100 N 119 x 119 x 38 mm

4184NX

Specific drawing
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DC axial fan

Series 4200 119 x 119 x 38 mm

4214

- DC fans with electronically commutated external rotor motor.
Fully integrated commutation electronics.
- With electronic protection against reverse polarity,
locked rotor and overloading by PTC-resistor;
partially impedance-protected.
- Fan of fibreglass reinforced plastic. PBTP housing, PA impeller.
- Air exhaust over struts. Rotational direction CCW looking at rotor.
- Electrical connection via 2 leads AWG 22, TR 64. Stripped and tinned ends.
- Mass 290g.

Nominal data A
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Type m3/h VDC VDC dB(A) W rpm C Hours Hours kg

4214 165 24 12..28 45.0 4.3 3050 -20..+75 62500 27500 0.290

Subject to modification

Pricing

Quantities

Product Code 1-4 5-9 10-14

7185132 41,20 35,84 30,49

All prices are printed in euro, excluding VAT (BTW). Orders are shipped ex-works.
A handling fee of € 35,- is added to every order with a total value less than € 500,- (net, excl. VAT).

For accessories such as capacitors  see the table of contents.

Pressure over air flow
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DC axial fan

Series 4200 119 x 119 x 38 mm

4214

Specific drawing
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DC axial fan

Series 4400 F 119 x 119 x 25 mm

4414F

- DC fans with electronically commutated external rotor motor.
Fully integrated commutation electronics.
- With electronic protection against reverse polarity,
locked rotor and overloading by PTC-resistor;
partially impedance-protected.
- Fan of fibreglass reinforced plastic. PBTP housing, PA impeller.
- Air exhaust over struts. Rotational direction CCW looking at rotor.
- Electrical connection via 2 leads AWG 24, TR 64. Stripped and tinned ends.
- Mass 175g.

Nominal data A
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Type m3/h VDC VDC dB(A) W rpm C Hours Hours kg

4414F 170 24 12..28 43.0 5.0 2900 -20..+60 60000 37500 0.175

Subject to modification

Pricing

Quantities

Product Code 1-4 5-9 10-14

S800350 33,60 29,23 24,86

All prices are printed in euro, excluding VAT (BTW). Orders are shipped ex-works.
A handling fee of € 35,- is added to every order with a total value less than € 500,- (net, excl. VAT).

For accessories such as capacitors  see the table of contents.

Pressure over air flow
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DC axial fan

Series 4400 F 119 x 119 x 25 mm

4414F

Specific drawing
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DC axial fan

Series 4300 119 x 119 x 32 mm

4314

- DC fans with electronically commutated external rotor motor.
Fully integrated commutation electronics.
- With electronic protection against reverse polarity,
locked rotor and overloading by PTC-resistor;
partially impedance-protected.
- Fan of fibreglass reinforced plastic. PBTP housing, PA impeller.
- Air exhaust over struts. Rotational direction CW looking at rotor.
- Electrical connection via 2 leads AWG 22, TR 64. Stripped and tinned ends.
- Mass 220g.

Nominal data A
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Type m3/h VDC VDC dB(A) W rpm C Hours Hours kg

4314 170 24 12..28 45.0 5.0 2800 -20..+75 62500 27500 0.220

Subject to modification

Pricing

Quantities

Product Code 1-4 5-9 10-14

7185109 32,60 28,36 24,12

All prices are printed in euro, excluding VAT (BTW). Orders are shipped ex-works.
A handling fee of € 35,- is added to every order with a total value less than € 500,- (net, excl. VAT).

For accessories such as capacitors  see the table of contents.

Pressure over air flow
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DC axial fan

Series 4300 119 x 119 x 32 mm

4314

Specific drawing
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DC axial fan

Series 4300 119 x 119 x 32 mm

4318

- DC fans with electronically commutated external rotor motor.
Fully integrated commutation electronics.
- With electronic protection against reverse polarity,
locked rotor and overloading by PTC-resistor;
partially impedance-protected.
- Fan of fibreglass reinforced plastic. PBTP housing, PA impeller.
- Air exhaust over struts. Rotational direction CW looking at rotor.
- Electrical connection via 2 leads AWG 22, TR 64. Stripped and tinned ends.
- Mass 220g.

Nominal data A
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Type m3/h VDC VDC dB(A) W rpm C Hours Hours kg

4318 170 48 36..53 45.0 5.0 2800 -20..+75 62500 27500 0.220

Subject to modification

Pricing

Quantities

Product Code 1-4 5-9 10-14

7185111 46,00 40,02 34,04

All prices are printed in euro, excluding VAT (BTW). Orders are shipped ex-works.
A handling fee of € 35,- is added to every order with a total value less than € 500,- (net, excl. VAT).

For accessories such as capacitors  see the table of contents.

Pressure over air flow
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DC axial fan

Series 4300 119 x 119 x 32 mm

4318

Specific drawing
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DC axial fan

Series 6200 N 172 x 51 mm

6224N

- DC fans with electronically commutated external rotor motor.
Fully integrated commutation electronics.
With electronic protection against reverse polarity and locked rotor;
electronic motor current limitation in the start-up phase and when rotor is blocked.
- Metal fan housing, impeller of fibre-glass reinforced plastic PA.
- Air exhaust over struts. Rotational direction CCW looking at rotor.
- Electrical connection via 2 flat pins 3 x 0.5 mm.
Housing with ground lug M4 for M4 x 8 screws.
- Mass 820g.

Nominal data A
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Type m3/h VDC VDC dB(A) W rpm C Hours Hours kg

6224N 410 24 12..28 55 18.0 3400 -20..+72 75000 35000 0.820

Subject to modification

Pricing

Quantities

Product Code 1-4 5-9 10-14

S801616 126,50 110,06 93,61

All prices are printed in euro, excluding VAT (BTW). Orders are shipped ex-works.
A handling fee of € 35,- is added to every order with a total value less than € 500,- (net, excl. VAT).

For accessories such as capacitors  see the table of contents.

Pressure over air flow
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DC axial fan

Series 6200 N 172 x 51 mm

6224N

Specific drawing
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DC axial fan

Series 7100 N 150 x 38 mm

7114N

- DC fans with electronically commutated external rotor motor.
Fully integrated commutation electronics.
With electronic protection against reverse polarity and locked rotor.
- Metal fan housing and impeller.
- Air exhaust over struts. Rotational direction CCW looking at rotor.
- Electrical connection via 2 leads AWG 22, TR 64. Stripped and tinned ends.
Housing with ground lug M4 for M4 x 8 screws.
- Mass 620g.

Nominal data A
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Type m3/h VDC VDC dB(A) W rpm C Hours Hours kg

7114N 360 24 12..30 55.0 12.0 2850 -25..+72 80000 37500 0.620

Subject to modification

Pricing

Quantities

Product Code 1-4 5-9 10-14

7185703 110,50 96,14 81,77

All prices are printed in euro, excluding VAT (BTW). Orders are shipped ex-works.
A handling fee of € 35,- is added to every order with a total value less than € 500,- (net, excl. VAT).

For accessories such as capacitors  see the table of contents.

Pressure over air flow

Page 194 of 203Prices current on March 30, 2010



DC axial fan

Series 7100 N 150 x 38 mm

7114N

Specific drawing
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Q-Motor

Multi-function motor

M4Q045

- Foot mounting: Track dimension 26 mm (height 51 mm) or 18 mm (height 48 mm) possible
- Bearing shields: A and B-sides, tapped holes 3 x M4, diameter of pich circle 71.4 mm;
mounting of guard grille and wall ring on A-side bearing shield;
opposite M4 are securely installed in the feet (knurled hex nuts are not included in delivery scope)
- Type of protection: IP 42
- Electrical connection: Jacketed cable 3 x 0.5 mm2 with brass lead tips
- Product conforming to standard: CE
- Approvals: VDE
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Type Product code VAC Hz rpm W W A C kg A B E F K

M4Q045-BD01-75 7200270 230 50 1300 5 29 0.19 -30..+40 0.9 43 76 43.5 12 15.0

M4Q045-CA01-75 7200274 230 50 1300 7 31 0.20 -30..+40 1.1 49 82 43.5 10 15.0

M4Q045-CA03-75 7200271 230 50 1300 10 36 0.25 -30..+40 1.2 49 82 43.5 10 15.0

M4Q045-CF01-75 7200272 230 50 1300 16 60 0.42 -30..+40 1.3 54 87 43.5 10 15.0

M4Q045-DA01-75 7200273 230 50 1300 18 70 0.48 -30..+40 1.6 59 93 43.5 10 15.0

M4Q045-DA05-75 7200275 230 50 1300 23 86 0.62 -30..+40 1.6 59 93 43.5 10 15.0

M4Q045-EA01-75 7200277 230 50 1300 25 90 0.62 -30..+40 2.0 69 103 44.0 10 15.5

M4Q045-EF01-75 7200276 230 50 1300 34 110 0.75 -30..+40 2.2 92 125 61.0 10 33.0

Subject to modification

Pricing

Quantities

Product Code 1-4 5-9 10-14

7200270 19,70 17,13 15,42

7200274 23,30 20,26 18,23

7200271 24,20 21,04 18,94

7200272 26,20 22,78 20,50

7200273 29,20 25,39 22,85

7200275 30,00 26,09 23,48

7200277 36,70 31,91 28,72

7200276 40,50 35,22 31,70

All prices are printed in euro, excluding VAT (BTW). Orders are shipped ex-works.
A handling fee of € 35,- is added to every order with a total value less than € 500,- (net, excl. VAT).

For accessories such as capacitors  see the table of contents.
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Q-Motor

Multi-function motor

M4Q045

Specific drawing
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Motor M4S068

- General description: Mounting flange of die-cast aluminum. Rotor stove-enameled in black.
Shaft of stainless steel. Maintenance-free ball bearings. Clockwise direction of rotation, looking at rotor.
System of protection IP 44 when installed (must be evaluated in customer's unit) CE Approval
- Direction of rotation: Right, looking at shaft
- System of protection: IP 44
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Type Product code VAC Hz rpm A mNm mNm kg mm

M4S068BF0819 7130481 230 50 1200 0.18 25 46 1.1 600

M4S068BF0814 7130705 230 50 1200 0.18 25 46 1.1 1000

Subject to modification

Pricing

Quantities

Product Code 1-4 5-9 10-14

7130481 93,10 80,96 72,86

7130705 94,10 81,83 73,64

All prices are printed in euro, excluding VAT (BTW). Orders are shipped ex-works.
A handling fee of € 35,- is added to every order with a total value less than € 500,- (net, excl. VAT).

Delivery head over airflow at 50 Hz
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Speed Controller 2297

- Brand: ABB Busch-Jaeger
- Speed controller 2.5A with illumination
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Type Product code A IP RAL

2297-AG-110 7170708 2.5 Surface 44 1013 (Off-white) Yes

2297-UCJ-110-212 7170716 2.5 Built-in 21 -- Yes

Subject to modification

Pricing

Quantities

Product Code 1-4 5-9 10-14

7170708 102,96 102,96 102,96

7170716 97,20 97,20 97,20

All prices are printed in euro, excluding VAT (BTW). Orders are shipped ex-works.
A handling fee of € 35,- is added to every order with a total value less than € 500,- (net, excl. VAT).
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Transformer Speed Controllers TMV

TMV2
The 5-speed controller type TMV2 is for use in general rooms and kitchens.
The casing is protection class IP54.
The controller has a connection for servo contact (230 V ~50-60 Hz / 0.5 A).

TMV3
The 5-speed controller type TMV3 is for use in general rooms.
The casing is protection class IP54.
The controller is made in V diagram.
The controller is thermally protected and has a connection for a servo contact (230 V ~50-60 Hz / 0.5 A)
and thermally protected motors (TK-TK). Hand reset after thermal cut-off and power interrupt.
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Type Product code VAC VAC A mm

TMV2-2,2 7230050 230 0-100-130-160-190-230 2.2 192 x 152 x 87 (Plastic)

TMV2-3 7230061 230 0-100-130-160-190-230 3.0 192 x 152 x 87 (Plastic)

TMV2-5 7230073 230 0-100-130-160-190-230 5.0 235 x 182 x 148 (Plastic)

TMV2-7 7230084 230 0-100-130-160-190-230 7.0 235 x 182 x 148 (Plastic)

TMV2-13,6 7230095 230 0-100-130-160-190-230 13.6 325 x 252 x 136 (Plastic)

TMV3-4 7230118 400 0-140-180-230-400 4.0 300 x 250 x 150 x (Metal)

TMV3-7 7230129 400 0-140-180-230-400 7.0 300 x 250 x 150 x (Metal)

Subject to modification

Pricing

Quantities

Product Code 1-4 5-9 10-14

7230050 89,04 89,04 89,04

7230061 98,40 98,40 98,40

7230073 119,76 119,76 119,76

7230084 130,88 130,88 130,88

7230095 242,48 242,48 242,48

7230118 315,92 315,92 315,92

7230129 506,96 506,96 506,96

All prices are printed in euro, excluding VAT (BTW). Orders are shipped ex-works.
A handling fee of € 35,- is added to every order with a total value less than € 500,- (net, excl. VAT).
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Transformer Speed Controllers TMV

Connection illustration
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Capacitors

Pricing

Quantities

Product code uF 1-4 5-9 10-14

9392001 1 4,30 4,30 3,42

9392019 1.5 4,40 4,40 3,50

9392027 2 4,50 4,50 3,58

9392043 3 4,60 4,60 3,66

9392051 4 5,00 5,00 3,98

9392078 5 5,80 5,80 4,61

9392086 6 6,00 6,00 4,77

9392406 8 8,00 8,00 5,30

9392422 10 9,20 9,20 6,10

9392431 12 10,50 10,50 6,96

9392457 16 11,50 11,50 7,62

9392465 20 14,00 14,00 9,28

9392473 25 15,00 15,00 9,95

9392502 35 20,70 20,70 13,72

All prices are printed in euro, excluding VAT (BTW). Orders are shipped ex-works.
A handling fee of € 35,- is added to every order with a total value less than € 500,- (net, excl. VAT).
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Guard grilles

Pricing

Quantities

Type Fan Series Product code 1-4 5-9 10-14

LZ28-1 Fan Series 600 7185415 3,70 3,22 2,74

LZ23-1 Fan Series 3000 S800611 6,10 5,31 4,51

LZ32-4 Fan Series 8000 S801669 5,60 4,87 4,14

LZ30-4 Fan Series 9000 / 4000 S800153 6,30 5,48 4,66

LZ25 Fan Series 5100 / 5600 7185311 6,90 6,00 5,11

VR107 Fan Series 9000 / 4000 7122801 4,15 3,61 3,25

LZ60 Metal screen S801656 7,80 6,79 5,77

All prices are printed in euro, excluding VAT (BTW). Orders are shipped ex-works.
A handling fee of € 35,- is added to every order with a total value less than € 500,- (net, excl. VAT).

Dimensions
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