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General information, notes and remarks
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The technical drawings (with dimensions) do match the described product of that page.

The prices printed were current on the day of production of this catalogue.
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AC centrifugal blower

ebmpapst

Single inlet, forward curved

- Housing material: Die-cast aluminium

- Impeller material: Galvanized sheet steel

- Rotor material: Partially cast in aluminium

- Direction of rotation: Clockwise, seen on rotor
- Type of protection: IP44

- Insulation class: 'B'

- Mounting position: Any

- Condensate discharges: None

- Mode of operation: Continuous operation (S1)
- Bearings: Maintenance-free ball bearings

- Motor protection: TOP wired internally

- Cable exit: Variable

- Protection class: |

- Capacitor: FPU (P2) acc. to IEC 252

- Product conforming to standards: EN 60335-1, CE
- Approvals: CCC
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Nominal data > [ < n [ (§) (§) 0 =
Type Motor VAC Hz m3/h rpm W A uF/Vv dB(A) Pa
G2E085-AA01-01 M2E042CA 1~ 230 50 80 2350 32 0.15 1.0/400 53 0

Subject to modification

Pricing

Quantities
Product Code 1-4 5-9 10-14
7110069 110,70 96,26 86,63

All prices are printed in euro, excluding VAT (BTW). Orders are shipped ex-works.
A handling fee of € 35,- is added to every order with a total value less than € 500,- (net, excl. VAT).

For accessories such as capacitors see the table of contents.

Pressure over air flow at 50Hz

n [rpm] P1 [W] I [A]
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AC centrifugal blower G2E085

Single inlet, forward curved
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Specific drawing
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Connection illustration

Single-phase capacitor motor with
TOP wired internally

PE N U, = blue
U? = black
= brown
9—:) = green/

o
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| &
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AC centrifugal blower

Single inlet, forward curved

- Housing material: Die-cast aluminium

- Impeller material: Galvanized sheet steel

- Rotor material: Partially cast in aluminium

- Direction of rotation: Clockwise, seen on rotor
- Type of protection: IP44

- Insulation class: 'B'

- Mounting position: Any

- Condensate discharges: None

- Mode of operation: Continuous operation (S1)
- Bearings: Maintenance-free ball bearings

- Motor protection: TOP wired internally

- Cable exit: Variable

- Protection class: |

- Product conforming to standards: EN 60335-

- Approvals: CCC
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Nominal data > [ < 0 o (8}
Type Motor VAC Hz m3/h rpm w A
G2E108-AG63-01 M2E052BF  1~230 50 160 1850 30 0.14
Subject to modification
Pricing
Quantities
Product Code 1-4 5-9 10-14
7110106 115,10 100,09 90,08

All prices are printed in euro, excluding VAT (BTW). Orders are shipped ex-works.
A handling fee of € 35,- is added to every order with a total value less than € 500,- (net, excl. VAT).

For accessories such as capacitors see the table of contents.

Pressure over air flow at 50Hz
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G2E108
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Specific drawing
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Connection illustration
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Single-phase capacitor motor w
TOP wired internally

AC centrifugal blower

Single inlet, forward curved
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AC centrifugal blower

Single inlet, forward curved

- Housing material: Die-cast aluminium

- Impeller material: Galvanized sheet steel

- Rotor material: Partially cast in aluminium

- Direction of rotation: Clockwise, seen on rotor
- Type of protection: IP44

- Insulation class: 'B'

- Mounting position: Any

- Condensate discharges: None

- Mode of operation: Continuous operation (S1)
- Bearings: Maintenance-free ball bearings

- Motor protection: TOP wired internally

- Cable exit: Variable

- Protection class: |

- Product conforming to standards: EN 60335-1, CE

- Approvals: CCC, GOST
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Nominal data > [
Type Motor VAC Hz
G2E120-AR77-01 M2EO68BF 1~ 230 50
Subject to modification
Pricing
Quantities
Product Code 1-4 5-9
7110165 131,30 114,18
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m3/h rpm w A
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10-14
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All prices are printed in euro, excluding VAT (BTW). Orders are shipped ex-works.
A handling fee of € 35,- is added to every order with a total value less than € 500,- (net, excl. VAT).

For accessories such as capacitors see the table of contents.

Pressure over air flow at 50Hz
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Prices current on March 30, 2010
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AC centrifugal blower G2E120
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Specific drawing

Single inlet, forward curved
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Connection illustration

Single-phase capacitor motor with
TOP wired internally

PE N U, = blue
U? = black
= brown
9—:) = green/

o
’—_ yellow
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AC centrifugal blower R2E120

ebm papSt Forward curved

- Impeller material: Galvanized sheet steel

- Rotor material: Partially cast in aluminium

- Direction of rotation: Clockwise, seen on rotor
- Type of protection: IP44

- Insulation class: 'B'

- Mode of operation: Continuous operation (S1)
- Bearings: Maintenance-free ball bearings

- Motor protection: TOP wired internally

- Cable exit: Variable

- Protection class: |

- Product conforming to standards: EN 60335-1, CE
- Approvals: CCC, GOST
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Nominal data > i < %) o @) O ) S a =
Type Motor VAC Hz m3/h rpm W A uF/vV dB(A) Pa © kg
R2E120-AR77-05 M2E068BF 1~ 230 50 255 2350 80 0.35 2.0/450 61 0 -25..+55 1.2

Subject to modification

Pricing

Quantities
Product Code 1-4 5-9 10-14
7115185 75,90 66,00 59,40

All prices are printed in euro, excluding VAT (BTW). Orders are shipped ex-works.
A handling fee of € 35,- is added to every order with a total value less than € 500,- (net, excl. VAT).

For accessories such as capacitors see the table of contents.

Pressure over air flow at 50Hz

n [rpm] P1 [W] I [A]
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AC centrifugal blower R2E120

ebmpapst

Specific drawing

Forward curved
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Connection illustration

Single-phase capacitor motor with
TOP wired internally

| PE N U, = blue
U? = black
{ _ = brown
‘ 9—:) = green/
’__ yellow
I FE———
TOP

EDm papst Prices current on March 30, 2010 Page 13 of 203
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AC centrifugal blower

Single inlet, forward curved

- Housing material: Die-cast aluminium
- Impeller material: Galvanized sheet steel
- Rotor material: Partially cast in aluminium

- Direction of rotation: Clockwise, seen on rotor

- Type of protection: IP44

- Insulation class: 'B'

- Mounting position: Any

- Condensate discharges: None

- Mode of operation: Continuous operation (S1)
- Bearings: Maintenance-free ball bearings

- Motor protection: TOP wired internally

- Cable exit: Variable

- Protection class: |

- Product conforming to standards: EN 60335-1, CE
- Approvals: CCC, GOST
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Nominal data > o < (%) o O
Type Motor VAC Hz m3/h rpm W A
G2E140-AE77-01 M2EO68BF 1~ 230 50 370 1400 105 0.46
Subject to modification
Pricing
Quantities
Product Code 1-4 5-9 10-14
7110237 146,50 127,40 114,65

All prices are printed in euro, excluding VAT (BTW). Orders are shipped ex-works.
A handling fee of € 35,- is added to every order with a total value less than € 500,- (net, excl. VAT).

For accessories such as capacitors see the table of contents.

Pressure over air flow at 50Hz

E S n [rpm] P1 [W]
T 6] 1700 98
%) 2100 89
400
300 >
& ‘\R
= \
100 = %
A \
5 o 50 100 150 200 250 fe|
> 100 200 300 400 ]

ebmpapst

Prices current on March 30, 2010
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AC centrifugal blower G2E140

Single inlet, forward curved
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Specific drawing
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Connection illustration

Single-phase capacitor motor with
TOP wired internally

L PE N U, = blue
‘ & U, = black
_{_ ~Z = brown
‘ u, & Uy Iz .CJ?_:\ = gl’Eenr'l
’__' yellow
TOP
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AC centrifugal blower R2E140

ebmpapst

forward curved

- Impeller material: Galvanized sheet steel

- Rotor material: Partially cast in aluminium

- Direction of rotation: Clockwise, seen on rotor
- Type of protection: IP44

- Insulation class: 'B'

- Mode of operation: Continuous operation (S1)
- Bearings: Maintenance-free ball bearings

- Motor protection: TOP wired internally

- Cable exit: Variable

- Protection class: |

- Product conforming to standards: EN 60335-1, CE
- Approvals: CCC, GOST
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Nominal data > I < (%) a O o [} = a =
Type Motor VAC Hz m3/h rpm W A uF/V dB(A) Pa C kg
R2E140-AE77-05 M2E068BF 1~ 230 50 370 1400 105 0.46 2.0/450 59 0 -25..+40 2.6

Subject to modification

Pricing

Quantities
Product Code 1-4 5-9 10-14
7115249 75,90 66,00 59,40

All prices are printed in euro, excluding VAT (BTW). Orders are shipped ex-works.
A handling fee of € 35,- is added to every order with a total value less than € 500,- (net, excl. VAT).

For accessories such as capacitors see the table of contents.

Pressure over air flow at 50Hz

n [rpm] P1 [W] I [A]
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AC centrifugal blower R2E140

ebm papSt ‘ forward curved

Specific drawing
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Connection illustration

Single-phase capacitor motor with
TOP wired internally

| PE N U, = blue
U? = black
{ _ = brown
‘ 9—:) = green/
’__ yellow
I FE———
TOP
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AC centrifugal blower G2E140

ebm papSt Single inlet, forward curved

- Housing material: Die-cast aluminium

- Impeller material: Galvanized sheet steel

- Rotor material: Partially cast in aluminium

- Direction of rotation: Clockwise, seen on rotor
- Type of protection: IP44

- Insulation class: 'B'

- Mounting position: Any

- Condensate discharges: None

- Mode of operation: Continuous operation (S1)
- Bearings: Maintenance-free ball bearings

- Motor protection: TOP wired internally

- Cable exit: Variable

- Protection class: |

- Product conforming to standards: EN 60335-1, CE
- Approvals: CCC, GOST
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Nominal data > g < 0 a (@) O %) = o =
Type Motor VAC Hz m3/h rpm W A uF/v dB(A) Pa C kg
G2E140-AI28-01 M2EO68DF 1~ 230 50 485 2400 160 0.70 4.0/400 72 0 -25..470 34

Subject to modification

Pricing

Quantities
Product Code 1-4 5-9 10-14
7110211 167,30 145,48 130,93

All prices are printed in euro, excluding VAT (BTW). Orders are shipped ex-works.
A handling fee of € 35,- is added to every order with a total value less than € 500,- (net, excl. VAT).

For accessories such as capacitors see the table of contents.

Pressure over air flow at 50Hz

n [rpm] P1 [W] I [A]
Q) 2485 148 0.65
) 2630 128 0.57
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AC centrifugal blower G2E140

Single inlet, forward curved

ebmpapst ‘

Specific drawing
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Connection illustration

Single-phase capacitor motor with
TOP wired internally

L PE N U, = blue
‘ b U, = black
_{ I Z = brown
T o | © =y
’—_‘ ye”gw
| C —
TOP
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AC centrifugal blower

ebmpapst

Single inlet, forward curved

- Housing material: Die-cast aluminium

- Impeller material: Galvanized sheet steel

- Rotor material: Partially cast in aluminium

- Direction of rotation: Clockwise, seen on rotor
- Type of protection: IP44

- Insulation class: 'B'

- Mounting position: Any

- Condensate discharges: None

- Mode of operation: Continuous operation (S1)
- Bearings: Maintenance-free ball bearings

- Motor protection: TOP wired internally

- Cable exit: Variable

- Protection class: |

- Product conforming to standards: EN 60335-1, CE
- Approvals: CCC
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Nominal data > - < (7] o O (8} 0 =
Type Motor VAC Hz m3/h rpm w A uF/vV dB(A) Pa
G2E160-AY47-01 M2EOQO68EC 1~ 230 50 600 2100 240 1.05 6.0/400 72 0

Subject to modification

Pricing

Quantities
Product Code 1-4 5-9 10-14
7110288 220,40 191,66 172,49

All prices are printed in euro, excluding VAT (BTW). Orders are shipped ex-works.
A handling fee of € 35,- is added to every order with a total value less than € 500,- (net, excl. VAT).

For accessories such as capacitors see the table of contents.

Pressure over air flow at 50Hz

E n [rpm] P1 [W] I [A]
700 1) 2210 223 0.98
) 2525 172 0.76
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Specific drawing
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Connection illustration

Single-phase capacitor motor with
TOP wired internally

AC centrifugal blower

Single inlet, forward curved

227

248

| L PE N U, = blue
‘ | . U, = black
1] I Z = brown
‘ Uy & U IZ ‘ '@ . greenl.-'
’—_‘ ye”gw
| —
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AC centrifugal blower R2E160

Forward curved

- Impeller material: Galvanized sheet steel

- Rotor material: Partially cast in aluminium

- Direction of rotation: Clockwise, seen on rotor
- Type of protection: IP44

- Insulation class: 'B'

- Mode of operation: Continuous operation (S1)
- Bearings: Maintenance-free ball bearings

- Motor protection: TOP wired internally

- Cable exit: Variable

- Protection class: |

- Product conforming to standards: EN 60335-1, CE
- Approvals: CCC

< g
S 2 o g =%
o % () 7 S
E S z o 2
- 2 3 3 @ a =
= ()
[5) ) S 5 = = IS
[} S = © = = Q 2 < -
g =z & 3§ & ¢ g E = £ 5
; S o = 2 g 5 & 3 £ = ©
Nominal data > g < n o @) @) ) = o =
Type Motor VAC Hz m3/h rpm W A uF/v dB(A) Pa C kg
R2E160-AY47-01 M2EO68EC 1~ 230 50 600 2100 240 1.05 6.0/400 72 0 -25..+50 3.9

Subject to modification

Pricing

Quantities
Product Code 1-4 5-9 10-14
7115273 134,90 117,31 105,57

All prices are printed in euro, excluding VAT (BTW). Orders are shipped ex-works.
A handling fee of € 35,- is added to every order with a total value less than € 500,- (net, excl. VAT).

For accessories such as capacitors see the table of contents.

Pressure over air flow at 50Hz

n [rpm] P1 [W] I [A]
1) 2210 223 0.98
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AC centrifugal blower R2E160

ebm papSt ‘ Forward curved

Specific drawing
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Connection illustration

Single-phase capacitor motor with
TOP wired internally

| L PE N U, = blue
i --%r« U, = black
_{— 2 = brown
‘ . & U2 | @D = green/
’—_- yellow
| —
TOP
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AC centrifugal blower G2E180

ebm papSt Single inlet, forward curved

- Housing material: Die-cast aluminium

- Impeller material: Galvanized sheet steel

- Rotor material: Coated in black

- Direction of rotation: Clockwise, seen on rotor
- Type of protection: IP44

- Insulation class: 'B'

- Mounting position: Any

- Condensate discharges: Rotor-side

- Mode of operation: Continuous operation (S1)
- Bearings: Maintenance-free ball bearings

- Motor protection: TOP wired internally

- Cable exit: Axial

- Protection class: |

- Product conforming to standards: EN 60335-1, CE
- Approvals: CCC
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Nominal data > g < 0 o @) @) ) = o =
Type Motor VAC Hz m3/h rpm W A uF/v dB(A) Pa C kg
G2E180-EH03-01 M2EOQ74EI 1~ 230 50 760 1950 400 1.75 8.0/400 73 0 -25.+40 5.6
Subject to modification
Pricing
Quantities
Product Code 1-4 5-9 10-14
7111168 263,30 228,97 206,06
All prices are printed in euro, excluding VAT (BTW). Orders are shipped ex-works.
A handling fee of € 35,- is added to every order with a total value less than € 500,- (net, excl. VAT).
For accessories such as capacitors see the table of contents.
Pressure over air flow at 50Hz
£ 2 nirpm] PL[W] [[A]
E
1) 2290 335 1.47
o | () 2600 255 1.12
600 \9\
w0 \\{v
200 \
N \
f D 100 209 300 400 [CFM]
¥» 100 200 300 400 500 600  700gmm)
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AC centrifugal blower G2E180

ebmpapst

Specific drawing

Single inlet, forward curved
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Connection illustration

Single-phase capacitor motor with
TOP wired internally

L PE N U, = blue
‘ & U, = black
_{_ ~Z = brown
‘ u, & Uy Iz .CJ?_:) = gl’ﬁ‘enr'l
3 yellow
| TOP
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AC centrifugal blower G4E180

Single inlet, forward curved

- Housing material: Galvanised sheet steel

- Impeller material: Galvanized sheet steel

- Rotor material: Coated in black

- Direction of rotation:  Clockwise, seen on rotor
- Type of protection: IP44

- Insulation class: 'B'

- Mounting position:  Any

- Condensate discharges: Rotor-side

- Mode of operation: Continuous operation (S1)
- Bearings: Maintenance-free ball bearings

- Motor protection: TOP wired internally

- Cable exit: Variable

- Protection class: |

- Product conforming to standards: EN 60335-1, CE
- Approvals: CCC
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Nominal data > i < %) o @) §) ) S o =
Type Motor VAC Hz m3/h rpm \% A uF/vV dB(A) Pa C kg
G4E180-GS11-01 M4EOQ74DF 1~ 230 50 1030 1130 180 0.80 4.0/400 66 0 -25..+45 6.4
Subject to modification
Pricing
Quantities
Product Code 1-4 5-9 10-14
7110798 257,40 223,84 201,44

All prices are printed in euro, excluding VAT (BTW). Orders are shipped ex-works.
A handling fee of € 35,- is added to every order with a total value less than € 500,- (net, excl. VAT).

For accessories such as capacitors see the table of contents.

Pressure over air flow at 50Hz

n [rpm] P1[W] I [A]
Q) 1210 160 0.71
) 1340 123 0.55
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