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Only optimised interaction ensures  
that the whole is more than the sum of its parts.

Electronics with connection section

Versatile 
– �Continuously variable speed settings

– Control signal 0-10 VDC and MODBUS

– Integrated PID controller

Universal applicability 
– �Various voltage types for  

worldwide use

– Suitable for 50 and 60 Hz mains

Safe operation
– Integrated locked-rotor and over-temperature protection

– Active PFC for 1~ powered motors

– Environment-resistant cable glands

Simple putting into service
– �Central terminal connection area for power supply,  

alarm relay, control and communication

– �Safe separation of terminal connection area  

and electronics

– High-quality terminal clamps

– No need for complex coordination
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Only optimised interaction ensures  
that the whole is more than the sum of its parts.

Mechanical designs in the product range (by impeller diameter)

– Easy handling during transport and installation

– Allows vibration decoupling

– Protects motor system and impeller

– Installation with horizontal AND vertical motor shafts

– Optimised, ex-works positioning of the nozzle

– No need for packaging material or its disposal

Benefits
– Allows vibration decoupling

– Optimised, ex-works positioning of the nozzle

Benefits

– Quick and easy installation

– Aerodynamic

– Installation with horizontal AND vertical motor shafts

– Optimised, ex-works positioning of the nozzle

Benefits

Compact all-rounders:
RadiPac EC centrifugal fans

No matter which variant you choose, RadiPac EC centrifugal fans always fit the bill, with sizes from 250 mm to 1250 mm,  
and versions from support brackets to a cube design.

Robust and stable: RadiPac in cube design

The RadiPac cube variants are designed for installation with a

horizontal shaft. This mounting position allows the RadiPac to be

mounted on spring or rubber vibrating elements in order to decouple

vibration. Moreover, they are stackable and easy to handle. There

are also advantages in terms of sustainability, as packaging material

is not required, and must therefore not be disposed of afterwards.

Quiet operation: RadiPac in support bracket Plus design:

The support structure variant is also designed for installation  

with horizontal shafts and allows the fan to be decoupled from  

its surroundings.

Quick mounting: RadiPac in support bracket design

The unit can be attached directly to the housing of the customer device 

with the pre-mounted nozzle plate: quickly, safely and with little effort.
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